
Existing 2450  TBC by contractor
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control layer as per
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taped to all external
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Stone architrave drawn indicatively.
Contractor to follow Interior

designer's drawings and
specifications.

Fixed window as per 
condition above

Openable 
window

Viper sensor recessed into 
the frame shown indicatively. 
To be set out as per security 
specialist recommendation

Fixed side sash
windows

Fixed side sash 
windows

Window frame to match
existing window W1F-09A

New arched full brick lintel.
Concrete lintel behind as per S.E.

specification

New stone sill. Profile to
match existng in W1F-09A

Viper sensor recessed in frame
shown indicatively. To be set out

as per security specialist
recommendation

Profiles to match 
existing in W1F-09A

Galzing bars to match
existing in W1F-09A

Profiles to match
existing in W1F-09A

Thermal glass as per
NBS specification

Stone architrave and timber panelling
drawn indicatively.

Contractor to follow Interior designer's
drawings and specifications.

Timber panelling drawn indicatively.
Contractor to follow Interior designer's

drawings and specifications.

New brickwork above 
to match existing 
toothed and bonded 
to existing

Proposed stone sill drawn indicatively.
Contractor to follow Interior designer's

drawings and specifications.

New sill to match existing

Timber panelling drawn indicatively.
Contractor to follow Interior designer's

drawings and specifications.

SECURITY WINDOW HARDWARE TO BE SET
OUT AS PER SPECIALIST

RECOMMENDATIONS. SUBMIT FOR
ARCHITECT'S APPROVAL

ALL  PROFILES ARE SHOWN
INDICATIVELY.
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