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Guarding to be fixed in accordance with
manufacturers instructions.  The
guarding must be designed to withstand
a horizontal force equal to 0.74 kn/m
and must not not allow any gaps in
excess of 100mm.
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P1BEAM 04

Structural engineer to confirm sizes of piers
to remain are acceptable or design any
necessary new piers and foundations for
beam support.

Form new opening and allow for steelwork
over to be supplied and installed fully in
accordance with Structural Engineers
design & calculations.
Beams to be enclosed in one layers of
'Fireline' board and skim providing minimum
30 mins fire protection.  After formation of
new openings allow for making good all
disturbed surfaces.  Contractor to allow for
adequate temporary works during the
installation of the new beams and undertake
risk assessment / method statement prior to
work commencing.

Piers P1 and P2 as per structural engineers
design.

P1

Structural engineer to confirm sizes of piers
to remain are acceptable or design any
necessary new piers and foundations for
beam support.

Form new opening and allow for steelwork
over to be supplied and installed fully in
accordance with Structural Engineers
design & calculations.
Beams to be enclosed in one layers of
'Fireline' board and skim providing minimum
30 mins fire protection.  After formation of
new openings allow for making good all
disturbed surfaces.  Contractor to allow for
adequate temporary works during the
installation of the new beams and undertake
risk assessment / method statement prior to
work commencing.

Piers P1 and P2 as per structural engineers
design.
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Due to increased fire load from extensions
recommend installation of ceiling mounted,
hard wired smoke detectors to hall area
interlinked with a further detector at 1st floor
landing.

SD

Where the new cavity walling abuts the existing
a suitable damp proof course and proprietary
fixings will be used.

P2

Bi Fold door colour White timber or
alternative PPC aluminum (note to open
/ fold internally.
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Note roller shutter to be possible external
shutter due to height restrictions.
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