
14 BRUCE TERRACE
CAMBUSBARRON
STIRLING
FK7 9PD

DWG NO

SCALES

DRAWING

PROJECT

CLIENT

NOTES:

· Any discrepancies to be reported immediately.
· This drawing to be read in conjunction with all other

drawings and specifications related to the project.
· Only CONSTRUCTION or CONTRACT drawings to be

used for construction purposes.
· This drawing and its design are copyright property

of Terri Welsh Architectural Design and is not to be
reproduced without permission.

· DO NOT SCALE from this drawing.  All site sizes to be
taken by the contractor as required and confirmed
prior to manufacture or installation.
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Lintols to Structural Engineer's specification.

200mm thick Grade C35 concrete ground bearing
floor slab with A142 mesh reinforcement with 40mm
bottom cover, 1000 gauge Visqueen EcoMembrane
DPM linked with all existing and proposed DPCs, 50mm
sand blinding and 150mm Type 1 hardcore, all well
compacted.  DPCs to be 150mm from finished ground
level.

600x150mm concrete strip foundation, Grade C35.
A252 mesh reinforcement with 40mm cover, all on well
compacted Type 1 hardcore.  Underside of footing to
be at same level as underside of the existing wall, all to
Structural Engineer's specification and details.

Eaves detail to match existing. Eaves to provide the equivalent of 25mm
continuous ventilation.

Gutter level to line through with existing

Roof pitch and concrete tiles to match existing. Ridge to provide the
equivalent of 5mm ridge ventilation.

Step down to balcony - refer to J002 Written Specification for full details

50mm air gap maintained between underside
of sarking and top of insulation

Timber windows to match existing

Refer to J002 Written Specification
for full details of specification

145x45mm timber lintols spiked together on cripple studs
all to Structural Engineer's specification and details.  ingoe
lined with 37.5mm insulated plasterboard - refer to Written

Specification.  windows fitted with packer to
accommodate insulated plasterbaord

Electrically operated Up & Over
garage door to client's choice

Cavity trays and weep holes at all
penetrations bridging the cavity

Cavity closers at all openings, mid floor and changes
in direction in the cavity.  Dpc to outer face of barrier.

150mm thick Grade C35 concrete ground bearing
floor slab with A142 mesh reinforcement with 40mm
bottom cover on 125mm Xtratherm XT/UF rigid
insulation, 1000 gauge Visqueen EcoMembrane DPM
linked with all existing and proposed DPCs, 50mm sand
blinding and 150mm Type 1 hardcore, all well
compacted.  DPCs to be 150mm minimum from
finished ground level.

Balcony walls finished with Cedral Click fibre cement board.

Composite decking on Bauder pedestals on flat roof to J002 Written
Specification.

uPVC gutter to match existing.
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