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3. Rainscreen cladding to southwest elevation
Manufacturer:   Alucobond
Product reference:  A2 cladding
Colour:    Red Rubinrot (RAL 3003)

3. Rainspan composite cladding panels
Manufacturer:   Eurobond
Product reference:  Rainspan
Colour:    Clad with rainscreen cladding

4. Sinusoidal built-up cladding
Manufacturer:   Euroclad
Product reference:  Elite 57.15
Colour:    Anthracite grey (RAL 7016)
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Elevation Material Key:
1 - Facing Masonry DARK GREY/ BLACK BRICKS
2 - PPC Glazing System TECHNAL WINDOWS
3 - Composite Cladding 1 RAINSPAN + ALUCOBOND A2
4 - Built-up Sinusoidal Cladding 2 (RAL 7016) EUROCLAD
ELITE 57.15
5 - External Signage (indicatively shown)
6 - PPC External Door - NBS L20/615
7 - Curtain Walling System - TECHNAL C/WALLING
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North-West Elevation

1. Facing masonry to ground level and on main stair
Manufacturer:   La Paloma Ceramicas
Product reference:  Lanzarote
Colour:    Dark grey bricks / Black

7. Curtain Walling
Manufacturer:   Technal
Product reference:  MX GD
Frame colour:   Anthracite grey (RAL 7016)
* Same colour for (2. Windows)

6. External Louvre Door to Plant Room with bird mesh
Manufacturer:   Marian
Product description:  Fully Louvred External Aluminium Door
Colour:    Anthracite grey (RAL 7016)

1. pointing to brick masonry
Manufacturer:   Marshalls
Product reference:  Coloured mortar
Colour:    Black (PM98)
Type of Joint:   Bucket Handle
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