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Camtech Pinot Noir Black brick. Set in
Tarmac Y14 mortar with recessed
joints

Engineering brickwork below ground
level (F2 rating)

Semi permeable Tobemore block
pavers installed to manufacturer's
details

50mm sand bedding

225mm Hardcore

Tarmac and build up to engineer's
specifiation

DPC

Concrete Foundations all to S.E details
and specifications

24700

Steel handrail to be machanically fixed 
to concrete upstand. Handrail to be 
painted RAL 7016

Concrete Plinth to S.E details

Sandblasted crease tile to best 
match camtech pinot noir brick 
colour
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A.A

50mm sand bedding

225mm Hardcore

Tarmac and build up to engineer's
specifiation

Engineering brickwork below ground
level (F2 rating)

HB2 Kerb

DPC

Concrete Foundations all to S.E details
and specifications

Semi permeable Tobemore block
pavers installed to manufacturer's
details

Concrete Plinth to S.E details

Steel handrail to be machanically fixed 
to concrete upstand. Handrail to be 
painted RAL 7016

24950

Sandblasted crease tile to best 
match camtech pinot noir brick 
colour

DPC

00

25460

B.1

Tarmac and build up to engineer's
specifiation

50mm sand bedding

225mm Hardcore

Camtech Pinot Noir Black brick. Set in
Tarmac Y14 mortar with recessed
joints

Engineering brickwork below ground
level (F2 rating)

DPC

Concrete Foundations all to S.E details
and specifications

Steel handrail to be machanically fixed 
to concrete upstand. Handrail to be 
painted RAL 7016

Sandblasted crease tile to best 
match camtech pinot noir brick 
colour

24650

Concrete Plinth to S.E 
details

Semi permeable Tobemore block
pavers installed to manufacturer's
details

DPC

ground bearing concrete slab to 
engineer's details
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Duradeck Resist 150 boarding (Class B
S1 fire perfomance) or equivalent, fixed
directly to steel work. Specialist to
confirm adequete deck fixing. Finish at
FFL

Taperloc glass balustrade fixed to
structure to manufacturers
recommendations. Hand rail height to
be 1150mm from FFL

Proprietary system to be provided by Duradeck

1
1
5
0

Ground bearing concrete slab 
to engineer's details
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B.8

Duradeck Resist 150 boarding (Class B
S1 fire perfomance) or equivalent, fixed
directly to steel work. Specialist to
confirm adequete deck fixing. Finish at
FFL

Camtech Pinot Noir Black brick. Set in
Tarmac Y14 mortar with recessed
joints

Beam and Block to Structural
Engineers, design, details and
specifications

Duradeck Resist 150 boarding (Class B
S1 fire perfomance) or equivalent, fixed
directly to steel work. Specialist to
confirm adequete deck fixing. Finish at
FFL

DPC

Single skin facing brick wall 
and support to structural 
engineer's details

Taperloc glass balustrade fixed 
to structure to manufacturers 
recommendations. Hand rail 
height to be 1400mm from FFL

Timber joists to structural 
engineer's details

Timber column and beam 
to structural engineer's 
details

Steel bracket fixed to 
concrete foundation pad to 
structural endineer's details

24700

Timber joists hung off joist 
hangers to structural 
engineer's details
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Proposed Site Plan
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Section 3 - Pathway
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Section 4 - Block A Decking
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Section 5 - Block B Decking

P01 17/05/21 BM Details amended to suit Client
change

P02 15/07/21 SK Floor finish levels amended and
retaining wal details amended.

P03 20/07/21 SK Block A and Block B decking finish
levels amended by 150mm
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