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Existing neighbouring projecting sign.
Existing tiles to be removed and new 
green glazed brick slip's laid in horizontal 
brick bond format.
Existing trough light to be cleaned, 
rebulbed and decorated.
New 1500 x 540mm 'bow tie' sign with 
halo illumination to be pinned off centre of 
fascia panel. For detail refer to Drg. 
643.03.1.
Existing fascia panel to be repaired where 
necessary and decorated.
Exsiting roller shutter, box and track to be 
decorated.
New 800 x 300mm projecting sign with 
external illumination to be securely fixed 
back to brick wall. For detail refer to Drg. 
643.03.2.
All existing timber shopfront framing to be 
made good, primed and decorated.
Existing brickwork to be cleaned.
Existing letterbox to be cleaned.
Existing ramp to be cleaned.
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SCALE

THIS DRAWING IS FOR DESIGN INTENT PURPOSES ONLY.  DO NOT SCALE THIS DRAWING
• This  drawing  is issued  on condition  that  it is  not  copied  or disclosed  to any other  anauthorised  person  without  the  prior  consent  of PATH  DESIGN .
• Contractors  should  provide  their own  setting  out  drawings  for  comment  by PATH  DESIGN .
• This  drawing  is the  property  of PATH  DESIGN  and  copyright  is  reserved  by them .
• All structural  works are  to be detailed  / confirmed  and approved  by structural  engineer .
• All dimensions  to be verified  on site  prior  to work commencing .
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ALL EXISTING SHOPFRONT 
DIMENSIONS TBC ON SITE.

TIMBER AND SUBSTRATES TO BE 
CONSTRUCTED TO ACHIEVE SURFACE 
SPREAD OF FLAME PERFORMANCE 
COMPLIANT WITH: 

        • BS:476 PT 6&7 CLASS O
        • EN 13501 EURO CLASS B

Substrates to comply with Euro Class B. 
Timber finish to be treated with 
Thermoguard base coat and varnish (or 
similar) to manufactures guidelines. 
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FINISH REFERENCES:
PT01: RAL 7021
TL05: Green Glazed Brick Slip - Solar 

Glazed, Colour 01, Gloss, 215 x 
65mm by  N R Taylor


