Tree Planting Schedule

Gridforce 40 Infilled with topsoil and seeded with Germinal Seeds A6 Supreme Shade Mix

1. Excavate existing ground and compact surface

2. It may be necessary to lay a non-woven geotextile or geogrid, dependant on ground conditions.

3. Lay and compact free draining stone base Type 3 which should be within + or - 10mm of specified

depth].

4. Lay non-woven geotextile at this point, dependant on application.

5. Screed a bedding layer, 30mm of 4-10mm angular stone, grit sand or 60/40 rootzone.

6. Lay pavers, starting from the correct corner of the site so that subsequent pavers slot easily onto

previous. Continue laying pavers, fanning out in a forwards and sideways direction. Grids may require

pinning on sloped surfaces.

7. Fill cells with clean friable top soil, blended loam or 60/40 rootzone.

8. Ensure tops of all paver cells remain visible so infill settles just below top of pavers. NB Cutting of

pavers - Pavers are easily cut by a hand or Stihl saw, leaving minimum 15mm gap between grid and
\edge. It is preferable to fill such gaps with stone alone

Grid Force GF 40 to access road.
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notes:

- All dimensions to be checked and confirmed onsite prior to any works.

- Do not scale off this drawing.

- Any errors, omissions or descrepancies are to be brought to the attention
of Lingard Farrow Styles immediately.
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