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Existing varying ground levels made up with 25-75mm clean sharp
sand, applied by hand/rake/roll.

Fibretex F4M Separating Geotextile

100mm Cellweb panels stapled together to form continuous
bridging mattress.The cells will be filled with a minimum of 100mm of no

fines angular granular fill (40 to 20mm). The infill material to be piled at the

end of the extended web and pushed over the expanded cells working off

the infill material. No machinery will encroach on the ground unless

supported by the infill material.

Second layer of Fibretex F4M Separating Geotextile
laid over filled Cellweb mattress.

The mattress will be edged with sacrificial edging boards of
sufficient width to accommodate the infill material and held in
place with pegs at a minimum spacing of 500mm.

Edges shored up with topsoil and seeded to bind

Apply sharp sand blinding layer then permeable
40mm gravel layer, 20mm down angular golden.

During the construction phase a sacrificial layer of
stone min 50mm thick will be laid and then scraped
off when works completed, replaced with the final

gravel surface as opposite note.

Indicative 100mm dia CADENT GAS PIPE

AVE EXISTING
GROUND LEVEL

TYPICAL CROSS SECTION THROUGH
'NO DIG' ACCESS DRIVE
SCALE 1:10 at A1

W

o

r

k

i

n

g

s

A

c

e

r

 

7

h

A

c

e

r

 

7

h

A

s

h

 

1

0

h

U

K

 

6

h

U

K

 

1

4

h

U

K

 

6

h

U

K

 

6

h

U

K

 

6

h

U

K

 

6

h M
UNDES

LE
Y R

OAD

G2

T4

No. Revisions

By

Date

----

No Dimensions are to be scaled from this drawing.

Contractors must verify all figured dimensions at site before

commencing any work or making any Shop drawings.

This drawing is the sole copyright of Tidswell Childs LLP and no

part may be reproduced without the written consent of the above.

Site Location Plans are prepared from the O S Map with the

sanction of the Controller of H.M. Stationery Office

Crown Copyright Reserved.
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CHARTERED BUILDING SURVEYORS  .  ARCHITECTURAL CONSULTANCY

Tidswell Childs

CG01 D

PROPOSED SINGLE DWELLING

NEW 'NO DIG' ACCESS DRIVE OVER

GAS MAIN AND WITHIN TREE RPAs

Mr P Birkbeck & Ms M Cornish PROPOSED NEW DWELLING

White House, Mundesley Road,

Trunch

Tidswell Childs LLP

The Meeting Room, Old Chapel Way

Broadland Business Park, Norwich. NR7 0WG

Tel : 01603 443344

Indicative gas main route

Shared access route (blue
cross hatch) to remain as
existing

Indicative tree RPAs
shown blue dashed

New 'No Dig' built up
drive surfacing (orange

cross hatch)

Conventional crushed
stone drive outside

tree RPAs

TYPICAL PLAN OF 'NO DIG' ACCESS DRIVE
SCALE 1:50 at A1
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