
Proposed windows to be double glazed with argon fill
and low emmisivity coating Eg Pilkington K Glass. Provide
8000mm square trickle ventilation to heads.

Tiles to match existing on tile battens on
tyvek pro V underlay on 19mm plywood
or OSB boarding on 120x47 @ 400cc
vertical studs filled with 120mm  GA400
Celotex insulation Provide 12.5mm plasterboard
and set internally. Provide 9mm masterboard where
within 1m of boundary

Provide inward opening french doors
with external glass protection min 1100mm
high.

Provide velux windows
fitted in accordance with
manufacturers requirements.
Allow for double rafters each
side. Velux GGL 118x78Strip off extg roof and provide new

100x50 rafters to match. Provide 50mm Celotex
insulation within rafters so that 50mm of ventilation
is maintained over. Provide 90mm  to
underside of rafters, provide 12.5 mm plaster
board over with skim finish.

125 x 50 load bearing
studwork filled with 120mm
Celotex insulation 12.5mm plasterboard
and set internally.

En-suite to be provided with
15litres per second extract fan.

Note- All new radiators to be provided with
thermostatic radiator valves(TRVs)

All walls surrounding stairwell
to be provided with 12.5mm
plasterboard.

Note-all details relating to staircase
are approximate. Consult professional
manufacturer Before commencement
to ensure structural opening is
sufficient for proposed staircase.

Proposed staircase to be as follows.
going 225mm rise 193mm, max pitch
42 degrees. Provide handrail at 900mm
above pitch line. Guarding to landing
to be at 1100mm high. balustrade to
be spaced at a maximum of 100mm.
Min going at winders to be 50mm.
It is advised to consult a specialist
staircase manufacturer at the earliest
date to ensure satisfactory headroom is
achieved.

Insulated access doors into
storage area

Provide Code 4 lead
flashing where pitch roof
meets dormer

Roof PlanSecond Floor

Note- All new electrical works to be carried
out by a competent and qualified person. The installer
should provide certification of the extended system in
accordance with Part P of the building regulations and
BS7671
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Mains wired interlinked smoke alarms

FD20s Fire Doors
Internal/external measurements to faces of brickwork
and blockwork.

Note-No glazing to be allowed to doors/walls
entering the stairwell on all three floor levels.
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Allow for cut out in rear rafters to provide
small flat roof area in front of inward opening doors.
Allow for Firings on extg ceiling joists with flat roof
120mm celotex insulation over. Allow for OSB over and
covered with Lead. Allow for up stands to be provided
with lead finish lapped with flat roof.

Flat roof area to be provided with fibre glass finish
on osb decking on 120mm Celotex Insulation on
vapour barrier on osb on firings laid min 1:60
fall on 200 x 50 @ 400cc flat roof joists.

Provide velux windows
fitted in accordance with
manufacturers requirements.
Allow for double rafters each
side. Velux GGL 78x118

Allow for cut out in rear rafters to provide
small flat roof area in front of inward opening doors.
Allow for Firings on extg ceiling joists with flat roof
120mm celotex insulation over. Allow for OSB over and
covered with Lead. Allow for up stands to be provided
with lead finish lapped with flat roof.

Strip off extg roof and provide new
100x50 rafters to match. Provide 50mm Celotex
insulation within rafters so that 50mm of ventilation
is maintained over. Provide 90mm  to
underside of rafters, provide 12.5 mm plaster
board over with skim finish.

Flat roof area to be provided with fibre glass finish
on osb decking on 120mm Celotex Insulation on
vapour barrier on osb on firings laid min 1:60
fall on 200 x 50 @ 400cc flat roof joists. Glazed rooflight to specialist design

Glazed rooflight to specialist design


