ZAC 400-41 Cased axial fan

Article Number: 8542
Variant : 230V 1~ 50Hz

Technical parameters

Norminal data

Voltage (Nominal) 230 V
Frequency 50 Hz
Phase(s) 1~

Input power 290 W
Input current 145 A
Impeller speed 1,350 rp.m
Air flow max 1.401 md/s
Capacitance of capacitor 5 puF
Temperature of transported air max60 °C
Max temperature of transported air, when speed 60 °C
controlled

Sound data

Sound pressure level at 3m (20m?2 Sabin) 60 dB(A)
Protection/Classification

Enclosure class, motor P54
Insulation class F
Dimensions and weights

Weight 92 kg
Others

Motor type AC

systemair

Description

The ZAC range of short-cased axial fans is based around the Ziehl-Abegg external rotor motor and an
aerodynamically designed impeller to provide a very compact, efficient unit. Key features are:-
Diecast aluminium blades with high efficiency aerofoil blade design

Maintenance free, sealed-for-life bearings

Insulation class 'F' and IP54 protection

Operating range of -40°C to 60°C or 70°C

TK thermal protection

100% speed controllable motor

Galvanised steel casing incorporating a flange at either end

Corrosion resistant paint in pebble grey RAL7032

IP54 terminal box located on outside of fan casing

All fans are suitable for reverse operating conditions with a reduction in performance. Guards are
available as an accessory.

Find more details in our online catalogue
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Wiring

104XA

Luftférderrichtung: v
Direction of airflow:  V
Drehrichtung: Rechtslauf
Direction of rotation:  clockwise

104XB

Luftiérderrichtung: A

Direction of airflow: A

Drehrichtung: Linkslauf
Direction of rotation:  counter clockwise

1~Motor mit Kondensator und Thermostatschalter
(falls eingebaut).

1~Motor with capacitor and thermestatic switch

(iF built in).

1~Moter mit K und

{falls eingebaut).

1~Motor with capacitor and thermostatic switch
{if built in).

Moteur monophasé avec cor}!ds nsateur et interrupleur  Moteur monophasé avec condensateur et interrupteur

thermostatique (sl incorporé;

wm braun brown brun
Uz bl biue  ble
Z1  schwarz  black  now

ZZ  oange  oange  omngd
T8 weil whils blanc

Rechtslauf
Clockwise rotation
Rotation & droite

thermostatique (si incorporé),

Ul braun beown  brun
Uz bau Blue bleu
21 schwarz  back  nair

72 oange  orange  omngé
T weil white  blanc

Linkslauf
Counter Clackwise rolation
Rolation a gauche

iid im
Keep witing dlagram in terminal box.
Canserver ke schéma de raccordement dans ka baite & bornes.

Accessories

REE 2 Speed control (5316)

APK 400X Ancil Pack Dual Drill (8038)
FSAF400B2DB Silencer 438/12 (58294)
FSAF400FTX Mtg ft ea dual (53085)
FSAFAV MPO0 33 Green each (8940)

Documents

Keep wiring diagram in lerminal box.
Conserver le schéma de raccordement dans la boite & bomnes,

Operating Instruction axial fans L-BAL-001-GB[1].pdf

RTRE 1,5 Speed control (5008)
FSAF400B1DB Silencer 438/12 (58283)
FSAF400FC FIx con ea 90°C (8633)
FSAF400MFX Flange ea dual (58204)

Article name: ZAC 400-41 Cased axial fan | Product link: https://shop.systemair.com/en-GB/productPermalink?p=107533 | ltem Number: 8542 | Variant: 230V 1~ 50Hz |

Document type: Product card | Created at: 03.07.2021 | Generated by: Systemair Online Catalogue | Language: English

Page 2 of 2


https://shop.systemair.com/en-GB/ree--2--speed--control/p104503
https://shop.systemair.com/en-GB/apk--400x--ancil--pack--dual--drill/p117727
https://shop.systemair.com/en-GB/fsaf400b2db--silencer--43812/p115871
https://shop.systemair.com/en-GB/fsaf400ftx--mtg--ft--ea--dual/p118145
https://shop.systemair.com/en-GB/fsafav--mp0--33--green--each/p118258
https://shop.systemair.com/en-GB/rtre--15--speed--control/p93045
https://shop.systemair.com/en-GB/fsaf400b1db--silencer--43812/p115860
https://shop.systemair.com/en-GB/fsaf400fc--flx--con--ea--900c/p118031
https://shop.systemair.com/en-GB/fsaf400mfx--flange--ea--dual/p118006
https://shop.systemair.com/upload/assets/OPERATING_INSTRUCTION_AXIAL_FANS_L-BAL-001-GB_1_.PDF?077f2f4d
https://shop.systemair.com/en-GB/productPermalink?p=107533

	ZAC 400-41 Cased axial fan
	Description
	Technical parameters
	Performances
	Dimension
	Wiring
	Accessories
	Documents


