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SIDE & LOFT EXTENSIONS
REAR & PORCH , FIRST FLOOR 
PROPOSED GROUND FLOOR

AT 15 HARBOURGH  AVENUE
SIDCUP DA15 8HL

building outline to no 17 Harbourgh Avenue

building outline to no 13 Harbourgh Avenue

party wall  to no 15 Harbourgh Avenue

filled cavity wall  & blockwork plastered inner skin

rendered blockwork to match existing 100 mm fully

glazing to match existing

window with opening top & sidelights & obsure 

1000 wide x 1150 high double glazed white upvc 

with obsure glazing, opening top & bottomlights

replace window and lower cill  fit new window 

at 90 degrees to the wall 

opening bottomlight providing 450 x 750 high 

1100m above the floor level
means of escape window not to exceed 
The bottom of the opening section of the 

building outline to no 13 Harbourgh Avenue

 

soffite & fascia to match existing

114 mm dia black upvc half round guttering downpipe & white 

type material

below inver of pipe Crate system wrapped in Geo Tech 

soakaway 5000 from any building in garden 1 metre 

76 mm round upvc rainwater downpipe taken to new 

filled cavity wall  & blockwork plastered inner skin

rendered blockwork to match existing 100 mm fully

15 degree concrete tiled roof

940 x 780 mm Velux windows

top lights

french doors with glazed side panels with opening 

2400 wide x 2025 high white upvc double glazed 

with openable top & sidelights 

1700 wide x 1300 mm high white upvc window

above the flashing  
& new roof and provide a continuous cavity tray dpc 
150 min no 5 lead soaker flashings between existing wall 

building outline shown dotted

to match existing

window with opening toplight & obsure glazing 

700 wide x 1000 high double glazed white upvc 

to match existing windows

glazed window with opening top & sidelights

1800 wide x 1275 mm high white upvc double 

at 90 degrees to the wall 

opening sidelight providing 450 x 750 high 

1100m above the floor level
means of escape window not to exceed 
The bottom of the opening section of the 

 

on insulated timber frame

plain concrete hanging tile colour to match roof tiles

 

soffite & fascia to match existing

114 mm dia black upvc half round guttering downpipe & white 

90
0

opening windows

extended soil vent pipe & discharge 900mm above the adjacent 

3 layer felt roof finish


