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rear garden

to new soakaway 5000 mm from any building in 

76 mm dia round upvc rainwater downpipe taken 

300

filled cavity wall  & blockwork plastered inner skin

rendered blockwork to match existing 100 mm fully

JOB

SIDE & LOFT EXTENSIONS
REAR & PORCH , FIRST FLOOR 
PROPOSED GROUND FLOOR

site dimension

AT 15 HARBOURGH  AVENUE
SIDCUP DA15 8HL

form 100 mm timber plasterboard stud wall

Velux window over shown dotted

existing floor

timber floor finish to line through with 

Velux window over shown dotted
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building outline to no 17 Harbourgh Avenue

to be 500 mm minimum from foundation
(same dia as existing) to existing sewer pipe manhole 
as existing sewer) connect new soil pipe with 'T' junction 
construct new brick built manhole (invert to be same 

between pipe and new foundation
of manhole surround pipe with pea shingle allow 600mm gap 
pipe (same dia as existing) to existing sewer pipes either side 
existing manhole to be removed connect new vitrified clay 

150 min end bearings where pipe passes through  
provide 150 high concrete lintols over in new external  wall with 

with openable top & sidelights 

1700 wide x 1300 mm high white upvc window

top lights

french doors with glazed side panels with opening 

2400 wide x 2025 high white upvc double glazed 
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building outline to no 13 Harbourgh Avenue

party wall  to no 15 Harbourgh Avenue

wall  & blockwork plastered inner skin

existing 100 mm fully filled cavity 

rendered blockwork to match 

filled cavity wall  & blockwork plastered inner skin

rendered blockwork to match existing 100 mm fully

support new walls over as structural  engineers details 
instal 1no structral beam with padstones either end to 

& skim to beam make good ceiling & walls as req'd
structural steel beam to have 12mm plasterboard cover 

elsewhere extracting through external roof
rated at 30 l/s adjacent to hob or 60 l/s
provide mechanical extractor fan to kitchen 

box in soil vent pipe

remove existing beam and wall
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