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PROPOSED EXTERNAL 
SEATING CANOPY

FOR CONSTRUCTION

ANS / GM

TURTLE BAY
DURHAM
UNIT R07, THE GATES, 
DURHAM

OCT 2020 /
AUG 2021
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220 MM NEOPRENE MAT AND 
MILD STEEL PLATE TO 
CONTINUE UNDER THE 
CONCRETE BLOCK WALL .

TIMBER CLAD 
POWDERCOATED MILD 
STEEL FRAMED 
PLANTERS FIXED TO 
350X350MM MILD 
STEEL FLOOR PLATE 

PROPRITRY ALUMINUM 
INFIL PANEL

RHS RESTRAINT IN 
PLANTER.

60 X 60MM CANOPY 
FRAME. POWDER 
COATED STEEL 
STRUCTURE WITH FABRIC  
AWNINGS, INTEGRAL 
LIGHTING AND HEATING 
ABOVE BY SHOWPIECE 
DESIGN. ALL FIXING 
DETAILS TO BE AGREED.

LOOSE STACKABLE EXTERNAL 
FURNITURE 29

00

7200

SUSPENDED EXTERNAL HEATER

STOOL FIXED TO 60MM 
HORIZONTAL FRAME. 

SI
TE

 D
IM

 2
65

0

TO
 L

IN
E 

TH
RG

H
 W

IT
H

 W
IN

D
O

W
 F

RA
M

E

91
0

EXTERNAL WAIT STATION 
WEIGHTED IN BASE TO WITH 
CANOPY FRAME FIXED TO 
BACK. 

PROPRIETRY ALUMNINIUM INFIL 
PANEL

60 X 60 FRAME 

5MM BLACKENED MILD STEEL 
FRAME TO THE TIMBER 
CLADDING TOP AND BOTTOM

METAL FRAMEWORK WITHIN 
TO HOLD PLANT POTS IN 
PLACE, SHOWN HERE 
INDICATIVELY, EXACT 
DIMENSIONS TBC

ALLOW FOR DRAINAGE HOLES 
BENEATH PLANT

20MM SQUARE SECTION 
BLACKENED MILD STEEL LEGS 
TO PLANTER

5MM BLACKENED MILD STEEL 
FRAME TO THE TIMBER 
CLADDING TOP AND BOTTOM

LINER BY MAIN CONTRACTOR

15MM TIMBER CLADDING

15MM SUITABLE SUBSTRAIGHT 

COLOUR STAINED TIMBER 
CLADDING 

EXTERNAL CANOPY PLAN
SCALE: 1:25 @A1 1:50@A31

FRONT ELEVATION
SCALE: 1:25 @A1 1:50@A32

INSIDE ELEVATION
SCALE: 1:25 @A1 1:50@A33 END ELEVATION

SCALE: 1:25 @A1 1:50@A34 SECTION
SCALE: 1:25 @A1 1:50@A35

WALL / FRAME SECTION
SCALE: 1:5 @A1 1:10@A36
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A   17.08.21 GENERAL AMENDS - FRAME WORK AMENDS, 
PLANTER AMENDS, REF. IMAGERY
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