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New timber porch to match existing
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Existing ridge tiles to be cleaned off &
re-used & fixed in sand & cement mortar

New Code 5 lead stepped flashing
flashed & sealed into external wall

New roof consisting of:

Existing slate to be cleaned off & re-used on
25x38mm treated timber battens on
100x50mm treated timber rafters

Sand & cement mortar verge

20mm timber fretwork to match
existing

75x75mm treated timber head

22mm Cedar cladding at 45°

6mm clear laminated single glazing

Ex 15x15mm beading

30mm thick treated timber plant-on
window sill

All timber to receive 1no base coat
& 2no top coats of exterior timber
paint. Colour: White

22mm Cedar cladding

75x75mm treated timber posts

75x75mm treated timber base
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Existing engineering brick
plinth retained
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All timber to receive 1no base coat
& 2no top coats of exterior timber
paint. Colour: White

30x30mm timber posts

6mm clear laminated single glazing

Ex 15x15mm beading

¢—————— 30mm thick treated timber plant-on

window sill
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Existing engineering brick
plinth retained

75x75mm treated timber posts

Existing ridge tiles to be cleaned off &
re-used & fixed in sand & cement mort:

New Code 5 lead stepped flashing
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This drawing is COPYRIGHT. It must not be
reproduced or disclosed to third parties
without our prior permission. Do not scale
from this drawing, or, interrogate and use

electronic information.

Any discrepancies should be reported
immediately.

Any surveyed information incorporated

flashed & sealed into external wall

New roof consisting of:

Existing slate to be cleaned off & re-used on

25x38mm treated timber battens on
100x50mm treated timber rafters
Sand & cement mortar verge

20mm timber fretwork to match
existing

20mm timber fretwork to match

existing

30x30mm timber posts

6mm clear laminated single glazing

Ex 15x15mm beading

30mm thick treated timber plant-on

window sill

All timber to receive 1no base coat
& 2no top coats of exterior timber

paint. Colour: White

22mm Cedar cladding

ithin this drawing cannot be guaranteed as
afcurate unless confirmed by a fixed
dymension. All dimensions are in millimetres
nless noted otherwise.
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75x75mm treated timber post

75x75mm treated timber base

Existing engineering brick

plinth retained
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