This drawing must not be scaled.
Discrepancies are to be reported to the
Architect immediately. All dimensions
are approximate and are to be checked
on site. All information to be subject to
site surveys. This drawing, or any
portion of it must not be reproduced
without prior consent from the
Architect.
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All rainwater goods and parapets
to be checked for blockages.
Contractor to allow a PC sum

for repair and clearing.

1 e E— ¥ 1

2no. sliding sash double glazed windows
to be replaced with spiral balances.
Prefinished beforedelivery to site.

Colour to client choice.

Existing render to be removed.
Replace render with new K-Rend
in Buttermilk.

Lead flashing to be lapped over
cornice with scalloped detail
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Hardwood capitals with 4no. 25mm
fluted detail with 12.5mm radius

Painted hardwood panel with recessed
mouldings.

Signage by Client, subject to req.
Advertisement application.
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Hardwood pilaster with recessed panel
and 3no. 25mm fluted detail with 12.5mm
radius —

Glazing to be 9.6mm laminated
glass (to be confirmed by
Contractor).
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Sash windows replaced with
fixed.

Hardwood door with polished
chrome door furniture to include
pull handle, push plate and
locking mechanism.
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Hardwood plinth. 7 i
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moulding aligning with window 7
above. All mouldings to be recessed

and to not surface fixed.

Proposed Elevation _”. Section A-A
A

Proposed Elevation

Unit 8 Edward Street
Scope of Work (in addition to notes above):

- Existing bays to be removed.

- Contractor to report to Client on condition and suitability for retention of existing structural elements not visible prior to Works commencing over each unit frontage once existing frontage has been removed or advise
on requirement for further structural investigation by Structural Engineer. Allow PC sum for necessary structural repairs.

- Contractor to advise Client on presence, or suspicion of presence of Asbestos prior to opening up of existing building elements if Asbestos survey is not supplied to the Contractor by the Client as part of this Tender.

- Remove all redundant wiring and fixtures / alarm boxes / vents from elevation and make good apertures.

- Hardwood timber doors and framing to be painted as follows:

- apply three coats of aluminium primer / undercoat A - Elevations amended. 13/07/21 |JB
- apply minimum two coats paint (colour / specification TBC by Client / Architect).

- All ironmongery to be replaced with polished brass fittings of matching dimensions to inside and outside faces to include push plates / pull handles (as per replacement) and kick plates. Existing hinges to be polished and lubricated.

\ - Initial issue. 23/03/21 |JB
Contractor to confirm quantities required with Client.
- Pavement area adjacent new shop fronts to be resurfaced with Marshalls Silver Grey 100x100mm Conservation Setts laid flush with existing pavement. (marked 'C' above). Rev.|Amendment Date w< / Chk
- Area adjacent access to be resurfaced to match existing adjacent pavement (marked 'P' above).
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Chartered Practice

Shop Front Refurbishment,
Unit 4-8 Edward Street,
Blackpool,

FY1 1BA.

Blackpool Council

Proposed Edward Street Spec.
Notes
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