Existing telegraph pole
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Proposed Elevation
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- Pavement area adjacent new shop fronts to be resurfaced with Marshalls Silver Grey 100x100mm Conservation Setts laid flush with existing pavement. (marked 'C' above).
- Area adjacent access to be resurfaced to match existing adjacent pavement (marked 'P' above).
- Mortar bed would be a full wet workable mortar bed min. 30mm thick using a 3:1 mix of sharp sand and cement. Mortar to contains SBR and the back of flags and setts to be coated on the underside with a thin layer of SBR prior to placement onto mortar bed to help adhesion to the mortar.

Joints to be fully pointed with a 4:1 mix and struck off.

New DG openable (escape) white UPVC window units
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to replace all existing windows to rear elevations (to be
measured by Contractor).

RWPs and gutters to be assessed for condition and

replaced if necessary with black PVC spec.

Existing render to be removed from whole of rear facade.
Replace render with new K-Rend in Buttermilk.
Finsh render to existing ground floor level plinth.

Existing lighting fixtures to be checked for operation and

retention.

New white UPVC door units to replace all existing doors
to rear elevations (to be measured by Contractor).
Appropriate Fire Exit strategy ironmongery to be included.

All rainwater goods and parapets
to be checked for blockages.
Contractor to allow a PC sum

for repair and clearing.
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4 Edward Street

Proposed Rear Elevation

Rear of Units 4 - 8 Edward Street
Scope of Work (in addition to notes above):

6 Edward Street

- Contractor to report to Client on condition and suitability for retention of existing structural elements not visible prior to
Works commencing over each unit frontage once existing frontage has been removed or advise

on requirement for further structural investigation by Structural Engineer. Allow PC sum for necessary structural repairs.

- Contractor to advise Client on presence, or suspicion of presence of Asbestos prior to opening up of existing building
elements if Asbestos survey is not supplied to the Contractor by the Client as part of this Tender.
- Remove all redundant wiring and fixtures / alarm boxes / vents from elevation and make good apertures.

- Rear window and doors removed along with security bars.

8 Edward Street ——— |

Existing telegraph pole

New DG openable (escape)

white UPVC window units

to replace all existing windows
to rear elevations (to be
measured by Contractor).

Existing render to be removed
from whole of rear facade.
Replace render with new K-Rend
in Buttermilk.

New white UPVC door units

to replace all existing doors
to rear elevations (to be
measured by Contractor).

Section A-A
Proposed Rear Outrigger Elevation

This drawing must not be scaled.
Discrepancies are to be reported to the
Architect immediately. All dimensions
are approximate and are to be checked
on site. All information to be subject to
site surveys. This drawing, or any
portion of it must not be reproduced
without prior consent from the
Architect.
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B |- Signage zone and 07/07/21 |JB
windows amended.
- Rear elevation amended.

A - Edward Street elevation |24/06/21 |JB

amended.
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Proposed Edward Street and Rear
Elevation and Edward Street Plan
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