Existing engineering
brick treads are
generally in good
condition and are to
be retained as
existing and
repointed

— Existing brick piers and
stone dressings in
generally good condition.
To be retained as existing

— Existing limestone
nosings generally in
reasonable condition. To
be retained as existing
with localised repointing

Gravel to be renewed
to align with level of
limestone nosings to
provide support and
prevent further
damage and
chipping to stone
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Existing limestone ——
kerb unit retained,
straightened and
repointed

New blue — — —|
engineering brick
to replace missing
unit

— New blue engineering
brick to replace missing
unit

Existing engineering
brick treads are
generally in good
condition and are to
be retained and
repointed

— Existing limestone kerb
retained, straightened and
repointed

Gravel to be renewed
to align with level of
paver bricks to
provide support and
prevent bricks being : ‘
chipped A e Mo
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GENERAL NOTES:

1. To be read in conjunction with GQA Heritage, Design Access Statement Outline Scope of Works

Document;

To be read with general location plan 9756-1 P(0)1000 and all structural engineers documents;

Existing Steps 03: Steps to formal rose gardens formed from 3 treads, with limestone nosings and

dressings to 2x brick piers. The steps are generally in good condition, with no evidence of structural

cracking or movement. Localised repointing only is required.

4.  Existing Steps 04: Steps leading to Headmaster's House and garden. The top pair of limestone kerbs
require resetting with 2x replacement black engineering bricks where they are missing. Complete
repointing is required.
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