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Plant Schedule:

Qty: Species: Size: Spacing:
Shrubs / Groundcover
28 Pyracantha Orange Glow 3L 45CM
28 Pyracantha Red Column 3L 45CM
19 Viburnum Opulus 3L 60CM
52 Lonicera Pileata 3L 60CM
61 Euonymus Gaiety 3L 60CM
45 Skimmia Kew Green 3L 60CM
46 Viburnum Davidii 3L 60CM
43 Spiraea Goldflame 3L 60CM
51 Hebe Sutherlandii 3L 60CM
Native Hedge
5 plants per meter planted in a double staggered row
40 Crataegus Monogyna 60-90cm BR 100CM
18 Acer Campestre 60-90cmBR  100CM
10 llex Aquifolium 3L 100CM
m 3 10 Ligustrum Vulgare 60-90cmBR  100CM
Chool Lane 10 Corylus Avellana 60-90cmBR  100CM
TREES Approx Height
1 Prunus Cerasifera 10-12cm RB 2.75-3m
1 Malus Sylvestris 12-14cmRB 3.3-5m
1 Acer Buergerianum 12-14cmRB  3.3-5m
BULBS
250  Narcissus Pseudonarcissus Bulb N/A

Trees in Soft Landscape areas

2no. 75mm diame:er pointed tree stakes with rubber
ties and spacers, Stakes should

be driven 300mm into the compacted ground taking
care to avoid underground services and cable etc.

The base shal

- Trees are to be placed i
excavated soil incorpol

tree ties and spacers.

Indicative planting or grass

- Tree pits to be excavated to at least 75mm greater th an
that of the root system and na deeper than the rootball .
e broken up by a further 150mm with
the sides well scarified to prevent smearing.

Tree Planting and Mulching Compost.
- Firm trees in well and secure with proprietary rubber

- Water in all trees at the end of each day of planting to)
ensure continued success.

‘Watering system

1.0m diameter area of bark muich to 75mm
depth applied to the base of each tree.

to the pits and backfilled witm
g slow release fertilizer and

Recommended rooting depth is 900mm for trees, it shall
subsoil shall provide the
Il Stones and other objects
larger than 50mm shall be removed from the prepared

surface.

Tree-Standard
e Planting-Shrubs
s00
ST Grass-Turf

Grass-Wildflower EM2

Native Planting

od

NOTES

All planting and operations should comply with the latest wersion of BS

4428:1989 'General Landscape

Operations'

plants shall be supplied in

accordance with the HTA National Plent Specification and their certified
nurseries, and BS 3936 Nursery Stock - Specification for Trees & Shrubs.

Specification of species, postion and density shall be in accordance with
drawing and planting schedule provided, and should not bbe amended without
prior approval of the Landscape Architect. For detailed landscape specification
informaticn, please refer to the relevant documentation accompanying this

drawing.

Planting cutside the usual October-March dormant season shall be pursued by
approval only. If agreed all bare root plants shall be substituted with container

grown stock, with edditional esta

blishment watering.

The contractor is responsible for checking locations of all existing and proposed
services, and shall advise the Landscape Architect if there are any conflicts.

Topsoil to be multi-purpose g-ade and free of all contaminants, in accordance
with the latest version of BS 3882:2015 Specification for Topsoil. Topsoil
analysis should be undertaken by an approved company to ensure: the
suitability of the topsoil for the intended use, with any recommendations for

improvements.

Minimum topsoil depths should be as follows unless specified otherwise.
Suitable (loosened) subsoil should provide the remainder of the rooting depths
as required, and mixed with peat-free compost. Subsoil preparation shall be in
accordance with BS 8601 and BS 4428 and scarified/ ripped to a suitable depth
prior to spreading cf topsoil. Any weed/grass growth to be sprayed with

appropriate herbicile at least 10

- Ornamental shrubs 450mm;
- native shrubs 300mm;
- seeded grass 150mm;

- wildflower grass 50mm, or directly into existing ground;

days prior to cultivation.

- tree pits to be excavated 0 at least twice the diameter of the root spread and
1.5 times the depth of the roots to be planted.

Trees within hardstanding or highways visibility splays shall be clear stem to
2m high unless specified otherwise. Trees adjacent to buildings and services
shall include root barriers where necessary and should be planted in positions

as indicated on the drawing.

All planting should be watered in immediately after plantimg by main contractor
and mulched with minimum of 50mm depth of ornamental mulch supplied by TMA.

All existing trees and hedges shall be surveyed and protected in accordance
with BS 5837:2012, and temporary protection fencing erected for the duration of
the construction period. Refer to arboricultural consultants drawings for location

and details.

Management operations for tie site shall be carried out as detailed in the
agreed maintenance schedules at regular intervals, in accordance with any

agreed Landscape Management

Plan.

BR = Bare Root planting, November to March

CG = Container Grown planfing suitable throughout the year

RB = Root Ball planting, November to March

B =Bulbs

Tel: 01493 488228

n Ltd

Landscaping & Lawnmower specialists

Beccles Road, St.Olaves, Gt. Yarmouth, NR31 9AD
Fax: 01493 488503

E-mail: office®gdclimited.co.uk
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