
219x72 C24 Grade
Ridge Beam

147x72 C24 Grade
Collar/ridge beam bearer

147x72 C24 Grade
central truss collar

Plaster board
lining
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2No 219x97 C24 grade

twinned truss rafters

Spaced either side of collar

147x47 C24 Grade rafters
at 600 max centres

147x47 C24 Grade Floor
joists at 400 max centres
25mm max deep notch
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Mezzanine floor
decking

Existing main cross beam
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Existing main head beam
to perimeter wall

Timber coloured thus:

will be 'on show' as a
feature
ALL other timber will
be concealed

Truss rafters connected to collars using
2No 51mm dia double-sided tooth plate
connectors, with M12 bolts, complete
with 38mm dia x 3thk washers

Trusses to be
'birds-mouthed' around 
timber wallplate and
securely fixed down using
truss clips or framing
anchors.

Rafters fixed to ridge beam using
SIMPSON Strong Tie adjustable
joist hanger SPR47/140 &
securely fixed using 
3.75ø x 32lg square twisted
sheradised nails.

For details on existing posts, main cross
beams and steel flitch plates refer to
drawing F477-S-01 & F477-S-03.

Trusses to be
'birds-mouthed' around 
timber wallplate and
securely fixed down using
truss clips or framing
anchors.
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