
PAINTED RENDER, BLACK 

METAL CLADDING SHEETS

METAL ROOFING SHEETS

TIMBER CLADDING

TIMBER FRAME OPENINGS (NO GLASS)

TIMBER DOOR

ALUMINIUM WINDOWS/DOORS (BLACK)

EXTERNAL FINISHES

R1

MC1

TW1

MR1

TC1

TD1

AL1

EXISTING STRUCTURE SHOWN GREY

PROPOSED WALLS SHOWN DETAILED

WALL KEY 

EXISTING TIMBER FRAME SOLE PLATE 

OVER BRICKWORK PLINTH

EXISTING BRICKWORK PLINTH WALLS TO BE 

REFURBISHED, CONCRETE CAREFULLY REMOVED  

AND INTERNAL SURFACES CLEANED TO EXPOSED 

BRICKWORK FACE. 

EXISTING EXTERNAL RENDER, 

TO BE REPAIR AND REPAINTED

WA01

REFER TO WALL TYPE 

FOR BUILD UPS

REFER TO WALL TYPES FOR INSULATION 

SPECIFICATION.

FL01

UNDERPINNING TO EXISTING 

PERIMETER  BRICKWORK PLINTH 

WALLS, REFER TO ENGINEERS 

NOTES/ DRAWINGS

D2
FL01

WA01

EXISTING CONCRETE SLAB REMOVED AND 

REPLACED WITH NEW INSULATED 

FLOORING WITH SCREED OVER 

PLYWOOD SHEATHING TO EXTERNAL FACE OF 

EXISTING TIMBER MEMBERS. INSULATION TO BE CUT 

AND INSTALLED BETWEEN VERTICAL SUPPORTS

UNDERPINNING TO EXISTING PERIMETER  BRICKWORK 

PLINTH WALLS, REFER TO ENGINEERS NOTES AND AGREE  

EXTENT WITH MORRISH ON SITE

D1

RF01

NEW ROOF INSTALLED ONTO EXISTING EAVES 

BEAMS, RAFTERS TO BE INSULATED AND LINED 

INTERNALLY WITH PLASTERBOARDS, REFER TO 

ROOF TYPES FOR SPECIFICATION
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54
147REFER TO ENGINEER DRAWINGS/NOTES 

FOR DEPTHS OF STRUCTURAL RAFTERS 

AND DECORATIVE TIMBERS 

EXISTING TIMBER EAVES BEAM STRAIGHTEN AND 

WHERE REQUIRED ROTTEN SECTIONS REPLACED. 

TO SUPPORT REPLACEMENT RAFTERS

MAIN TIMBER CROSS BEAMS STRENGTHENED BY THE 

INTRODUCTION OF STEEL FLITCH PLATES,

BOLTED TO SIDE FACES OF EXISTING BEAMS. REFER 

TO ENGINEERS /DRAWINGS NOTES FOR FIXING DETAILS

EXPOSED TIMBER RAFTER (NON 

STRUCTURAL) FINAL POSITON (EXPOSED 

DEPTH) TO BE AGREED TO SITE

WA01

REFER TO WALL TYPE 

FOR BUILD UPS

NEW BLACK PAINTED TIMBER FASCIAS AND 

SOFFITS WITH NEW UPVC GUTTERING AND 

DOWNPIPES

CORRUGATED METAL ROOF (BLACK) ON 

25x38mm SW TREATED BATTENS
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SMARTS HERITAGE ALUMINUM WINDOW, 

FIXED PANE WITH FANLIGHT OVER
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METAL SPIRAL 

STAIRCASE

GLASS 

BALUSTRADE

1
902

TYVEK ROOFING MEMBRANE 

AND WALL WRAP LAPPED TO 

ENCASE STRUCTURE AND 

PROTECT EXTERNAL 

INSULATION

NOMINAL 175mm PAINTED 

BARGE BOARD. MINIMAL 

OVERHANG TO REFLECT 

EXISTING BUILDING

75

17
5

REFER TO WALL TYPE 01 

FOR SPECIFICATION

REFER TO ROOF TYPE 01 

FOR SPECIFICATION

CORRUGATED METAL ROOF 

WITH 75x100mm NOMINAL 

TRIMS

NEW WASTE PIPEWORK TO WC AND 

BASIN TO VOID CORE DRILLING 

EXISTING BRICKS. PIPES TO BE CAST IN 

GROUND BEARING SLAB AND FORMED 

AROUND EXTENDED BRICKWORK.
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NOT FOR CONSTRUCTION

As indicated

CONSTRUCTION DETAILS

POTASH LANE, IP14 4SL

501
RM

PL

VAN DIJK

GRANGE FARM

PLANNING (PL)

2017.

A 22.12.20 ISSUE 01 FOR CLIENT REVIEW

B 30.12.20 ISSUE 02 FOR CLIENT

C 26.02.21 PLANNING RE-ISSUE (RFI)

D 26.03.21 ROOFLIGHT OMITTED

E 21.07.21 SPIRAL STAIRCASE, STEAM POD ADDED

F 09.08.21 DOOR/WINDOWS DESIGN AMENDED &

EXPOSED CEILING RAFTERS ADDED

G 09.08.21 PLASTERBOARD CORRECTION

H 07.09.21 PLANNING CONDITIONS ISSUE

1 : 10

TYPICAL BRICK PLINTH FLOOR JUNCTION
D2

1 : 50

PROPOSED SECTION AA
AA

1 : 10

TYPICAL EAVES DETAIL OF REPLACEMENT ROOF
D1

1 : 10

TYPICAL WINDOW REVEALS
1

1 : 50

PROPOSED SECTION BB
BB

1 : 10

TYPICAL VERGE DETAIL
D3

1 : 20

NEW WASTE PIPEWORK TO WC
2


	Sheets
	501 - CONSTRUCTION DETAILS


