To area areund hoist gear, joist and
insulation works to floor are not be
carried out

To area around haist gear. joist and
insulation works to floor are not be
carried out
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Refer to large scale demils adjacent for
new floor scructure to be constructed
over existing floor
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Ta lucam, joist and insulation warks o
floor are not be carried owt Existing
hacch to be fixed shut.
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Boarded framed and ledged "hatch’
introduced to completely infill stair
apening. prior to new floor structure
being installed as detailed adjacent
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100mm of MatuHemp insulation — =
between joists. with of same laid
perpendicularly over

WCL laid aver existing floorboards

Existing floorboard

100 x 47mm timber joists at
400mm centres, kaid over existing
floarboards. Minimum joist buildup
to be 100mm (i.e joists be packed up
where necessary to level floor)

Work

Existing construction of lean to roof unknown at present For pricing purposes allow for

new Tyvek breather membrane, with 100mm of MatuHemp insulation beoween rafters. Below
rafters install 1000 gauge vapour contral layer fallowed by 12.5mm plasterboard and skim coat
plaster

=

o

to Mill

Floor

I.

J

ROGER BALMER

DESIGN

FoumTain HOUSE STUDIO  THE STREET EAST BERGHOLT

Contractors must verity all dimensionm

Client Project
Mr and Mrs Ambrose Shirburn Mill,
Mill Hilk
Lawford
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Second Floor

Plan as Proposed
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and intormation on site pror o commencement of work. Do nor scabe rom drawing,
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