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Refer to large scale detils adjacent for

new flaor structure to be constructed
aver existing floor

("1

1.0

Boarded, framed and ledged *hacch’ Boarded framed and ledged 'hatch’
intreduced to completely infill apening introduced to completely infill apening
in floor, prior to new floor structure in flaor, prior to new floar strucure
being installed as detiled adjacent

being insmlled as detailed adjacent
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Boarded, framed and ledged *hacch’
intreduced to complately infill stair
opening prior to new floor srructure
being installed as demmiled adjacent
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Mew internal doars to
be vertically boarded timber
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Boxed in waste from sink abowve B b

Mew plasterboarded studwark Mew ail fired combi bailer. Oil supply 1o be
internal partitions frem existing tank adjacent to main house All
pipewark to be surface mounted, and cravel
horizontally in newly created voids above

existing floor levels. Balanced flue cut through
existing brickwork wall

Toiler and basin from the
Heritage Granley range
Taps by Burlingron

Sround

Floor Plan
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Ta new packet sewage treatment plant
Precise location to be agreed

Mew painted timber step
flight with dmber guarding
and handrail erc

11.630

Existing door to be reset at higher level to allow
for extra build up on floor. Exizsting hinges etc

to be reused.

Refer to large scale details

adjacent for proposed works
o external walls

Existing door remaved and
replaced with bespoke half
glazed painted timber door

Existing studwork partition
removed

Boxed in soil pipe

Mew foul drainage indicatively

shown

o

M 2

Exizting boarding repaired and reset
in accordance with TMP Structural
Assessment Report.

Tyvek Hausewrap breather membrane

75mm thick MatuHemp insulation

installed batween existing frame members

Larch lachs insmlled to inner face of studs (timber

grounds to level out as required), followed by

I5mm Best of Lime Limecoat plaster

Works
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20mm engineered Oak floorboards
{wide format. min.200mm wide). laid

on 1200 gauge YCL aver [Bmm T and
G chipboard

25mm Mu-Heat Tripanel EHD polystrene

incorporating |4mm Fastfla tubing

underflioor heating system

100mm Celotex GA4000 insulation

B |

Existing floorboard
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125 x 47mm timber joists at
400mm centres, khid over existing
floarboards. Minimum joist buildup

to be 125mm (i.e joists be packed up
where necessary o level floor)

Werks to Mill Floer 3:5

to main mill only. not side lean o extension

|18mm engineered oak floaring

Mu Heat LoProl underfloor heating board

12040 gauge ¥CLfloorboard

T
Mapei Uleraplan Renovation
self levelling screed laid aver
existing concrece slab
{notional 3mm chickness)

Weorks to Lean
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Conrractors must verity all dimensions and information on site prior o commencement of work. Do not seale from drawing.
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