CASEMENT WINDOW

Opening window light side rail mullion painted gloss white. ‘

Window mullion painted gloss white.

Timber window bead painted gloss white.

Allow for Trickle ventilation to all in the top transom

Timber window top transom
painted gloss white
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STRUCTURAL OPENING
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Window Board (by Others)
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Timber window bottom transom
painted gloss white

o

WINDOW SECTION DETAIL

WINDOW TYPE 1

at 8,000 mm? equivalent area

T

SINGLE GLAZED UNIT.

e

Timber cill painted gloss white.

ﬁ“ Existing concrete cill (by other) where found.

Timberwindow bead painted gloss white.

T

Timber window stop bead and weather bar painted gloss white.

Timber window opening window top rail painted gloss white.
Opening window light to be top or side hung as noted and to match existing.
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Additional timber window bead each side of the
glazed unit nailed and glued to the side window
mullion & vertical window bead.
To be painted gloss white.
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Timber WindoWd painted gloss white.
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/"'imber window opening window bottom rail painted gloss white.

WINDOW JAMB DETAIL

Additional timber window bead each side of the
glazing unit nailed and glued to the top and bottom
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window rail transoms.
To be painte7gloss white.
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STRUCTURAL OPENING

STRUCTURAL OPENING

WINDOW DETAIL ELEVATION

OPENING CONFIGURATION AND DIMENSIONS
TO MATCH EXISTING AND AS SHOWN ON

SCHEME ELEVATION DRAWINGS.

TO BE EITHER TOP OR SIDE HUNG AS AGREED.

COLOURS NOTED TO BE AGREED WITH PLANNING DEPT.

PRIOR TO MANUFACTURE.
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