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NEW Aquarea T-CAP Mono=-bloc J Generation Single

phase / Three phase. Heating and Cooling - MDC ¢ R32

Energy efficiency: A+++ in heating at 35 °C / “A” water pump with
variable speed / Built-in flow meter.

Flexibility: Built-in magnetic water filter.

Comfort: Constant capacity and operation range down to =20 °C /
65 °C water outlet temperature.

Cantrol: Additional functions with optional PCB (2 zone control,

bivalent control, Smart Grid contact and more].

Connectivity: Optional Aquarea Smart and Service Cloud and

integration into BMS projects.

Single phase

Three Phase

Outdoor unit

WH-MXC09J3ES5

WH-MXC12J6E5

WH-MXC16J9E8

Heating capacity / COP [A +7 °C, W 35 °C] kW / COP 9,00/5,08 12,00/4,80 16,00/ —
Heating capacity / COP (A +7 °C, W 55 °C) kW / COP 9,00/3,08 12,00/3,05 =
Heating capacity / COP (A +2 °C, W 35 °C) kW / COP 9,00/3,81 12,00/3,53 16,00/ —
Heating capacity / COP (A +2 °C, W 55 °C) kW / COP 9,00/2,54 12,00/2,42 =
Healing capacity / COP (A -7 °C, W 35 °C) kw / COP 9,00/3,08 12,00/2,82 =
Heating capacity / COP (A -7 °C, W 55 °C) kW / COP 9,00/2,12 12,00/2,00 =
Cooling capacity / EER (A 35 °C, W 7 °C) kW / EER 9,00/3,18 12,00/2,90 14,50/ —
Cooling capacity / EER (A 35 °C, W 18 °C]) kW / EER 9,00/4,62 12,00/3,95 -
Heating average climate Seasonal energy efficiency v 1757140 1757740 =
(W 35 °C / W 55 °C] SCOP 4,96/3,57 4,96/3,57 —
Energy class A+++ 10 D Attt/ At+ At+++/A++ A++/A++
Heating warm climate Seasonal energy efficiency 5 % 2 Al o =
(W 35 °C / W 55 °C) SCOP 6,47/4,34 6,47/4,3L -
Energy class A+++ 10 D Avtt [ Adst Attt [ Atst Attt/ A+t
Heating cold climate Seasonal energy efficiency S Esilei 167/ 7 =
(W 35 5C / W 55 °C) SCOP 4,31/3,26 4.31/3,26 —
Energy class A+++to D A+ A+ At/ At++ A+t /At+
Sound power ! Heat dB(A) 65 65 66
Dimension HxWxD mm 1410x 1283 x320 1410x1283x320 1410x1283x320
Net weight kg 140 140 164
Refrigerant (R32) / CO, Eq. ? kg /T 1,60/1,080 1,60/1,080 1,80/1,215
Water pipe connector Inch R1Yu R 1Y R1%
Pump Number of speeds Variable Speed Variable Speed Variable Speed
Input power (Min/Max) w 32/102 34/110 38/120
Heating water flow [AT=5 K. 35 °C) L/min 25,8 34,4 45,9
Capacity of integrated electric heater kW 3 6 9
Input power Heat kW 1,77 2,50 —
Cool kW 2,83 4,14 —
Running and starting Heat A 83 11.6 =
current Cool A 13,1 19,1 -
Current 1 A 29,0 29.0 15,5
Current 2 A 13,0 26,0 13,0
Recommended fuse, supply 1/2 A 30/30 30/30 20/20
Recommended cable size, supply 1/ 2 mm? 3x4,00r6,0/3x4,0 3x4,00r6,0/3x4,0 Sral Bl s
Operation range - outdoor ~_Heat °C 10~+43 10 ~+43 10~+43
ambient Cool °Cc -20~+35 -20-~+35 -20~+35
Water outlet ¥ Heat °C 20~ 65 20~65 20~65
Cool °C 5~20 5~20 5-20
Outdoor unit RRP £ 4,222 5,281 7,029
MCS Accredited Product TBC TBC TBC
Accessories RRP £ Accessories RRP £
KIT-G3TD20C1ES Tank 200L - Stainless steel, with tank sensor 959 PAW-BTANK50L-2 Buffer tank 50L 207
KIT-G3TD30C1E5 Tank 300L - Stainless steel, with tank sensor 1,204 ¢ Aquarea Smart Cloud for remote control and
PAW-TD20B7PP-UK  Tank 200l - Pre-Plumbed tank 2,438 Z-Tawt maintenance through wireless or wired LAN 150
PAW=TD30B7PP-UK  Tank 300l - Pre-Plumbed tank 2,895 CZ-NS4P Additional functions PCB 135
PAW=3WYVLV-HW 3 way valve for DHW Tanks 137 PAW=-A2W=-RTWIRED  Room thermostat 84
CZ-NV1 3 way valve kit for inside of hydrokit 233 PAW=A2W-RTWIRELESS Wireless LCD room thermostat 140

1) Sound power in accordance to 811/2013, 813/2013 and EN12102-1:2017 at +7 °C. 2) WH-MXC models are hermetically sealed, 3] It is possible to set temperature by 65 °C on remote controller. Normally, outlet

water temperature is 60 °C or lower. In case of AT setting with remote controller is 15 °C and the outdoor ambient temperature is 5 to 20 °C, outlet water temperature 65 °C is possible, * EER and COP

calculation is based in accordance to EN14511.
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R410A NEW — AQUAREA

Al Aquarea T-CAP Mono-bloc H Generation Single phase /
ﬂll;l‘:}'_";ggums s Three phase. Heating and Cooling - MXC « R410A

and WH-MXCTZH6ES | #et Energy efficiency: A+++ in heating at 35 °C / "A” water pump with

e = &HE variable speed / Built-in flow meter.
e L Flexibility: Optional magnet for the water filter.
e Comfort: Constant capacity and operation range down to =20 °C /
. — 60 °C water outlet temperature.
Control: Additional functions with optional PCB (2 zone control,
bivalent control, Smart Grid contact and more).
Connectivity: Optional Aquarea Smart and Service Cloud and
- - integration into BMS projects.
Single phase Three phase
Outdoor unit WH-MXCO9H3E5S  WH-MXC12H6E5  WH-MXCO9H3E8  WH-MXC12H9E8 WH-MXC16H9E8
Heating capacity / COP [A +7 °C, W 35 °C) kW / COP 9,00/4,84 12,00/ 4,74 9,00/ 4,84 12,00/4,74 16,00/4,28
Heating capacity / COP (A +7 °C, W 55 °C) kW / COP 9,00/2,94 12,00/2,88 9,00/2,94 12,00/2,88 16,00/2,71
Heating capacity / COP (A +2 °C, W 35 °C) kW / COP 9,00/3,59 12,00/3,44 9,00/3,59 12,00/3,44 16,00/3,10
Heating capacity / COP (A +2 °C, W 55 °C) kW / COP 9,00/2,21 12,00/2,19 9,00/2,21 12,00/2,19 16,00/2,13
Heating capacily / COP [A -7 °C, W 35 °C]) kW / COP 9,00/2,85 12,00/2,72 9,00/2,85 12,00/2,72 16,00/2,49
Heating capacity / COP [A -7 °C, W 55 °C] kW / COP 9,00/2,02 12,00/1,92 9,00/2,02 12,00/1,92 16,00/1,86
Cooling capacity / EER (A 35 °C, W 7 °C) kW / EER 7,00/3,17 10,00/2,81 7,00/3,17 10,00/2,81 12,20/2,56
Cooling capacity / EER (A 35 °C, W 18 °C) kW / EER 7,00/5,19 10,00/5,13 7,00/5,19 10,00/5,13 12,20/3,49
Heating average climate Sermmne) e Gl ns % 181/130 170/130 181/130 170/130 160/125
[W 35 °C / W 55 °C) SCOP 4,59/3,32 4,32/3,32 4,59/3,32 4,32/3,32 4,08/3,20
Energy class A+++to D A+t [ A+t A++/A++ Attt/ A++ At/ A++ At+ [ A++
Heating warm climate Sreemnel cnery ot ns % 235/158 231/158 235/158 231/158 231/159
(W 35 °C / W 55 °C| SCoP 5,95/4,03 5,86/4,02 5,95/4,02 5,86/4,02 5,86/4,05
Energy class A+++to D Asit [ Arat Avtt [ Adst Avrt | Adst Asst [ st Atst [ Avss
Heating cold climate SerrmE o Gl ns % 160/125 160/125 160/125 160/125 150/125
[W 35 °C / W 55 °C) SCOP 4,08/3,20 4,08/3,20 4,08/3,20 4,08/3,20 3,83/3,20
Energy class A+++to D At/ A++ At/ A++ A++/A++ At/ A++ Avt [ A+
Sound power " Heat dB(AJ 65 65 65 65 b6
Dimension HxWxD mm 1410x1283x320 1410x1283x320 1410x1283x320 1410x1283x320 1410x1283x320
Net weight kg 142 142 151 151 164
Refrigerant [R410A) / CO, Eq. ? kg /T 2,30/4,802 2,30/4,802 2,30/4,802 2,30/4,802 2,35/4,907
Water pipe connector Inch R1Y% R1Y4 R1Ya R1Y4 R 1%
Pump Number of speeds Variable Speed Variable Speed Variable Speed Variable Speed Variable Speed
Input power (Min/Max] w 32/102 34/110 32/102 34/110 38/120
Heating water flow (AT=5 K. 35 °C) L/min 25,8 34,4 25,8 34,4 45,9
Capacity of integrated electric heater kW 3 6 3 9 9
Input power Heat kW 1,86 2,53 1,86 2,53 3,74
Cool kW 2,21 3,56 2,21 3,56 4,76
Running and starting Heat A 8.8 1.7 3.0 4.0 5.7
current Cool A 10,4 16,5 3,5 53 7.1
Current 1 A 29,0 29,0 14,7 11,9 15,5
Current 2 A 13,0 26,0 13,0 13,0 13,0
Recommended fuse A 30/30 30/30 16/16 16/16 16/16
Recommended cable size, supply 1/2 mm? 3x4,00r6,0/3x4,0 3x4,00r6,0/3x4,0 5x1,5/3x1,5 5x1,5/5x1,5 5x1,5/5x1,5
Operation range - outdoor ~_Heat °C -28~+35 -28~+35 -28~+35 -28~+35 -28~+35
ambient Cool °C +16~+43 +16~+43 +16~+43 +16~+43 +16~+43
Heat °C 20~60 20~60 20~60 20~60 20~ 60
Water outlet Cool °c 5-20 5-20 5-20 5-20 5-20
Outdoor unit RRP £ 4,222 5,281 4,552 5,440 7,029
MCS Accredited Product YES YES NO NO YES
Accessories RRP £ Accessories RRP £
KIT=-G3TD20C1E5 Tank 200L - Stainless steel, with tank sensor 959 PAW-BTANK50L-2 Buffer tank 50L 207
KIT-G3TD30C1ES Tank 300L - Stainless steel, with tank sensor 1,204 ¢ Aquarea Smart Cloud for remote control and
Z-TAW1 ) h p 150
PAW-TD20B7PP-UK  Tank 200l - Pre-Plumbed tank 2,438 maintenance through wireless or wired LAN
PAW-TD30B7PP-UK Tank 300l - Pre-Plumbed tank 2,895 PAW=-A2W=RTWIRED  Room thermostat 84
PAW-3WYVLV-HW 3 way valve for DHW Tanks 137 PAW-A2W-RTWIRELESS Wireless LCD room thermostat 140

1) Sound power in accordance to 811/2013, 813/2013 and EN12102-1:2017 at +7 °C. 2) WH-MXC models are hermetically sealed. * EER and COP calculation is based in accordance to EN14511.
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INTERNET CONTROL: Optional.



