
KITCHEN

LIBRARY

 DINING ROOM

RECEPTION ROOM

MASTER ENSUITEMASTER BEDROOM

BEDROOM 4

BOOT ROOM

LIGHTWELL

Fireplace reinstated and new
chimneypiece installed

FAMILY
BREAKFAST

ROOM

Original level of lower ground floor

Proposed level of lower ground floor

Proposed
rooflight

2825

2500

2980

2435

Existing Cornice retained, extended
& repaired where necessary

Existing Skirting Boards
retained and repaired
where necessary.

Existing Chimney piece
retained, refurbished  and
restored

Existing Chimney piece
retained ,refurbished  and
restored

Existing Chimney piece
retained ,refurbished  and
restored

Existing Cornice retained, extended
& repaired  where necessary

Existing Cornice retained, extended
& repaired where necessary

New lower Skirting
Boards to match the
existing in design

SUMMER HOUSE &
GARDEN STORE

New Skirting Boards

New Cornice New Cornice New Cornice

Existing Skirtings retained, extended
& repaired  where necessary

New Skirting Boards New Skirting Boards

New Cornice
New Cornice

Roof Light Roof Light

New RWP and hopper

Rooflight

New sash window
with Slimlite double
glazed units

Existing Fence Existing Fence

0.8m of Soil retained under the front garden

800

1200

1.2m of soil retained
over new basement.

steps to garden level

Lower Patio - Paving on
pedestals 150

300

BASEMENT FAMILY
ROOM

Raised planter bed along
steps up to garden level

New staircase to garden,
clad in stone effect tiles.
New metal balustrade

300
walk-on glass
floor unit set
into flooring

Storage
Cupds'/
Utility/
Services

Proposed Basement below Front Garden

Proposed Basement below Rear Garden

Raised section of ceiling
to gain natural light from
new sash window

Existing front garden wall
retained and restored

Garden (laid to lawn)

Bathroom
extract
terminal

Fan extract
terminal

Proposed new ront garden
railings in traditional
pattern; black painted metal

No. 15 Queen's Grove
closet wing wall

80mm screed finish

150mm insulation

Floor finish on underlay

350mm floor slab

300mm RC slab

Dropped ceiling to
accommodate insulaton,
services and downlights.

300

300

200

New structural walls to new basement, set
away from the party/ garden fence line
over - see basement plan Pe07 for details..
Please refer to Structural Engineer's
drawings for details of new basement
construction. Basement perimeter walls to
be lined internally with a cavity drainage
membrane system, complete with floor
drains and pumps to collect and remove
any water ingress. Insulation, metal stud
partition and linings to be installed
internally to perimeter walls.

Dropped ceiling to
accommodate services
(basement extraction,
shower room extraction
and drainage pipes
from patio to new
manhole position) and
downlights.

100mm insulation,
80mm screed and 30mm
floor finishes laid over
300mm base slab.
Rfere to Structural
Engineers details for
basement construction

Bin Store
below stairs

Dropped ceiling to
accommodate downlights,
cloakroom extract
pipework & insulation

New partition wall in self supporting
lightweight, fully reversible construction,
with glass panels over to abut against
existing cornice without disturbing it.

2785

300

315

Outline of
manhole and
inspection
chamber

Outline of water
butt beyond

Summer House to be fitted over a raised
timber frame base with corner posts

over existing garden levels

New Skirting Boards

Existing Cornice retained, extended
& repaired where necessary

 BEDROOM 3

Original level of lower ground floor
Proposed level of lower ground floor

New Cornice

FAMILY
BREAKFAST ROOM

Brick

Brick

Proposed new window
in new opening in line
with window over

New  window proposed to
be made larger than the
existing window, to be in
line with new window
below.

Existing redundant
service pipes to be
removed

Proposed soil pipe from
Guest Cloak to connect
to the existing soil stack

LOWER
PATIO

New crittal
style French
doors in new
opening

walk on
rooflight

paving
slabs on
pedestals

BASEMENT FAMILY
ROOM
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SECTION AA - AS PROPOSED

SECTION CC -AS PROPOSED

Existing Structure

LEGEND

Pendent light

Down light

Post pre-planning amendments - new patio rooflights
moved closer to house; garden planters amended; floor and
ceiling build up in basement indicated; structure & services
indicated

B 05.09.2018

GENERAL NOTES

STAIRCASE
Existing staircase is retained and fully refurbished.
The existing handrail is retained while the existing
spindles are proposed to be replaced with metal spindles. See separate
CBL drawing for these details

DOWN LIGHTS
Existing down lights have been replaced with pendant
lights in all the rooms except the kitchen,bathrooms and
lower ground floor.

RADIATOR CASINGS
Existing non historic radiator casings through out.
Existing panelling below windows to be fully restored.

UNDERFLOOR HEATING & EXISTING FLOORBOARDS
Wet system underfloor heating to be installed throughout. Existing
floorboards, where original, to be carefully removed, marked and
stored during installation and reinstalled following installation. Any
boards damaged to be replaced with reclaimed boards to suit. See CBL
drawing 904/PL08 for details.

GENERAL NOTES

STAIRCASE
Existing staircase is retained and fully refurbished.
The existing handrail is retained while the existing
spindles are proposed to be replaced with metal spindles. See separate
CBL drawing for these details

DOWN LIGHTS
Existing down lights have been replaced with pendant
lights in all the rooms except the kitchen,bathrooms and
lower ground floor.

RADIATOR CASINGS
Existing non historic radiator casings through out.
Existing panelling below windows to be fully restored.

UNDERFLOOR HEATING & EXISTING FLOORBOARDS
Wet system underfloor heating to be installed throughout. Existing
floorboards, where original, to be carefully removed, marked and
stored during installation and reinstalled following installation. Any
boards damaged to be replaced with reclaimed boards to suit. See CBL
drawing 904/PL08 for details.

STRUCTURAL DESIGN
Please refer to Structural Engineer's Report and Drawings for details

CHARLES BRICE LTD

MARYLEBONE
LONDON W1K 4EY

Email:  office@charlesbrice.co.uk
Tel.  020 7491 1932
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3 HARCOURT STREET

SCALE 1:100@A3

SCALE 1:50@A1

Planning amendments - slab base over existing garden
levels for summer houseC 12.12.2018

Adjust rear basement wall to suit 50% graden ratioD 11.01.2019

Amend lowered front garden & front stepsE 15.03.2019

Summer House proposed in raised timber baseF 29.04.2019

LGF rooms & Master Bathroom amendedG 27.09.2021


