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Town Meadow Cottage, 
The Common, 
Stuston, 
Diss, Suffolk 
IP21 4AA

Rev

Church Farm Barn
The Street
Thorndon
Suffolk
IP23 7JR
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General Notes

1. Do not scale this drawing. All dimensions to be as noted. Contractor to check all dimensions on 
site before carry out works.

2. This drawing is for the private and confidential use of the client for whom it was undertaken and 
it should not be reproduced in whole or in part or relied upon by third parties for any use 
without the express written authority of Beech Architects Limited. 
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DRAWN BY CHECKED

IJT CBSept 21

DPC under sill 

Channel drain across full width of glazed 
opening and be connected to new surface 
water drain

Remove existing cement render finishes 
and apply new render finish on new laths, 
see specification note 3.04

New external walls to extension as 
specification note 3.01 and 3.02

WF04

WG12 WG14

WG13

WG15 WG16

ED02

New windows to extension, 
see drawing WD09 and 
specification note 8.01

Existing chimney rebuilt above ground floor fireplace 
in clay bricks to match existing with lime mortar. 
New insulated twin wall flue to serve wood burner to 
be positioned within chimney. Chimney to include 
new lead DPC at roof junction

WG04

WF02

WG05 WG06 WG08New windows to extension, 
see drawing WD09 and 
specification note 8.01

Sedum covered 'warm unvented' flat roof as specification note 4.01

Masonry plinth wall as specification note 3.01
(flood mitigation measure)

Cedar clad wall as specification note 3.02

WG01

ED01 (existing door 
to remain)

WG17

WF01

WG02

910 2000

New long straw thatch to replace existing, see 
specification note 4.03

Remove existing finishes, repair frame and wattle 
and daub infill panels as required, apply new infill 
panels and finishes as specification note 3.04

New window original position 
(in front of existing mullions)

New porch canopy with oak 
structure, see drawing WD06

New replacement windows to 
cottage, see drawing WD08 
and specification note 8.02
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WG09 WG10 WG11

WF03

TO BE READ IN CONJUNCTION WITH THE SPECIFICATION DOCUMENT
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