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Internal Wall elevation (from Section DD)
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repaired and retained where possible
Areas of historic wattle and daub 

This drawing must be printed in colour.

Proposed typical wall buildup
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Colchester, Essex, CO1 1JN
Trinity Works, 24 Trinity Street, 
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Planning

Detail A

Detail B

Timber weatherboarding

Historic timber primary post

Historic timber primary tile

Wood wool board

particle board roofing panels
S profiled black cement 

battens
25 x 50mm tanalised timber 

counter battens
25 x 50mm tanalised timber 

Breather membrane

Woodfibre roof sarking board

PPC aluminium gutter

Tanalised timber packer

Breather membrane

Flexible wood fibre insulation

D30 Oak rafter
150 x 200mm deep 

Wood wool board

Internal lime plaster

Sandstone tile / paving slab

underfloor heating
Screed incorporating 

DPM

Insulation

Concrete slab

Electrical sockets etc.

Stained oak paneling

700mm AFFL)
to historic wall and set at 
Stained oak trim (scribed 

Electrical conduit

repointed with lime mortar
Brick plinth stabalised, repaired and 

Oak extension to sill 

Historic timber sill plate

battens
25 x 50mm tanalised timber 

line with historic studs)
Internal lime plaster (finished in 

Flexible wood fibre insulation

Woodfibre sheathing board


