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20 m²

Living

Completely remove existing ensuite 

and install new kitchen appliances, 
casework and counters.

Exising wall to be demolished. 
Surroundings to be made good.

Finishes and final kitchen design to 
be agreed with client

Wardrobe to be 

demolished. 
Surroundings to be 

made good

Existing wall to receive 

surface mounted resilience 
bars and accoustic 

plasterboard, scrim taped 

joints and a skim plaster 
finish.

Existing cooker 

to be repaired

New 

cupboards 
and doors

Existing cooker

New kitchen 

units and 
counter tops

Block 

existing 
door

Completely remove existing 

ensuite appliances, wall, 
door and finishes. 

Surroundings to be made 

good. Finishes to be agreed 
with client

Form new door to new 

ensuite. 
Remove wardrove and 

install new floor mounted 
low level shower.  

Drainage to be routed in 
floor void.

4795

Existing 

garage/store to 

be demolished
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Kitchen

5 m²

Bathroom

Fireplace

Fireplace

Remove bath 

and convert 
bathroom to 

walk-in shower

Remove bath and convert 

bathroom to walk-in shower.  
Reuse all floor and wall 

penetrations.

Remove wardroves and 

add kitchenette.  Install 
mechanical extract fan and 

route through ceiling and 
roof via slate vent.

Remove wardroves and fit 

kitchenette. Surroundings 
to be made good.  Reuse 

existing extract fan wall 
penetration.

Remove wardroves 

and add kitchenette

1 m²

Cpd
1 m²

Cpd

Remove stairs and block 

door. Convert existing lobby 
to shower room.  Drainage to 

be  installed beneath 

suspended floor, and 
connected to existing 

rearward combined drainage 
system.  30l/s mechanical 

extraction through ceiling and 

roof via slate vent to avoid 
drilling through external wall.

Existing offshoot to be 

demolished. New 
extension with kitchen 

and bathroom to be 
built.

Existing door to be blocked 

surroundings to be made 
good.  Stonework to match 

existing.  Hyradulic lime sand 
mortar, no cement.

Existing door to be 

blocked surroundings to 
be made good in natural 

matching materials and 

lime sand mortar.

Existing wall and hall to be 

demolished. Surroundings to be 
made good in matching natural 

materials and hydraulic lime 
sand mortar to match.

Existing door to be replaced. 

Surrounding  masonry to be 
made good with matching 

materials.

Slab to be extended 

around new extension

New door opening to be formed, 

with new matching paint finished 
door, frame and architrave.  New 

step formed in timber to overcome 

level difference.. All affected fabric 
to be made good.

Water 
Cylinder

Ceiling 
HatchCeiling 

Hatch

Ceiling 
Hatch

Ceiling 
Hatch

Wall opening to be built up in 

stud, insulation, plasterboard 
and skim. Joinery and 

finishes continued and made 
good, to match.

New wall openning and 

door. Surroundings to be 
made good

New kitchen installations, 

utilsing existing wall 
penetrations for waste and 

supply pipes

Remove 

wardroves and fit 
kitchenette. All 

affected fabric to 
be made good.

-All surroundings of areas affected by 

works to be made good with finishes to 
match existing or to be agreed with client.

-Frames, skirtings, architraves to be fit to 
all areas affected by works

Close boarded fence to 

be extended

Hack off plaster and apply 

Newton Newlath damp 
proofing system to 1m 

high.  Dot and dab plaster 
board and skim.  Replace 

wooden skirting, make 
good and redecorate.

Remove right hand modern 

brickwork jamb.  Replace PCC 
lintels with longer components.  

Install new matching stone lintel 
to match original.  Install new 

paint finished wooden door and 
frame, design TBC.

-

---

Proposed foul 

underground drainage to 
be connected to the 

existing via new PPIC.

Ceiling mounted 

extract fan, ducted to 
slate vent.

Remove existing 

commercial extractor.  
Build up wall void in 

matching brick and 

mortar NB existing is 
sand cement.

Roof penetrating boiler 

flue utilised for 
mechanical extractor.

Door to be 

locked shut

Reuse existing wall 

mounted 
mechanical 

extractor duct/wall 
penetrations.

Existing wall 

penetrations reused.

Bathroom and WC fixtures 

and fittings replaced, and 
with new finishes to all 

surfaces.  Wall and floor 
penetrations reused.  

Mechnical extract taken 
through roof via slate vent.Old stove retained 

and protected 
during works.
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