
electrically-operated

up and over door

150mm thick RC28/35 concrete slab floor with A393 mesh in bottom

with 50mm cover, laid on 100g. polythene dpm, on 50mm sand

blinding on 150mm compacted type 1 hardcore.

Dpm to be turned up full depth of slab edge, slab edges to be

isolated from blockwork with 25mm celotex strips.

Factory-designed and certifiied  gangnail timber truss roof, with 1200

long x 25 x 4mm galv. ms tie-down strap every 3rd. truss, seated on,

and truss clipped to, 100x50 timber wallplate.

25 degree pitch.

Roof in Rosemary tile to match existing

house on tiling battens and counter

battens on roofing underlay on 18mm

OSB sarking.

Hyload dpcs in external walls at 150mm

above ground level.

Walls in 100mm thick dense block with

440 x 100 piers at corners. 20mm

roughcast render finish on external walls

for painting. Internal walls flush pointed.

400 x 150 RC 28/35 concrete strip

foundations with A193 mesh

reinforcement in base.

400mm from gr. lev. to u/side of found.

203 x 133 x 25 UB lintel with

web infill in render over expamet mesh

on 18mm ext. ply on sw framing
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Proposed Extension and Internal Alterations

22 Darley Crescent, Troon. KA10 6JH
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