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EXISTING OAK BEAMS AND 
STEEL JOIST OVER NEW 
TIMBER FRAMED GLAZED 
SCREEN TO BE RETAINED.  
NEW GLAZED TIMBER 
SCREEN FITTED WITHIN 
EXISTING OPENING

NEW OPENING FORMED IN 
EXISTING WALL WITH STONE 
LINTEL OVER AND NEW 
NARROW TIMBER FRAMED 
SLIT WINDOW FITTED

EXISTING GROUND FLOOR PLAN EXISTING SECTION A-A EXISTING SECTION B-B

EXISTING SOUTH ELEVATION EXISTING WEST ELEVATION EXISTING NORTH ELEVATION

EXISTING EAST ELEVATION

A B

A B

Kitchen/Dining
area

Shower Room

PROPOSED GROUND FLOOR PLAN

PROPOSED FIRST 
FLOOR PLAN

PROPOSED SECTION A-A PROPOSED SECTION B-B

PROPOSED SOUTH 
ELEVATION

PROPOSED WEST 
ELEVATION

PROPOSED NORTH 
ELEVATION

PROPOSED EAST ELEVATION

A B

A B

A B

A B

LOCATION PLAN   1:2500

BLOCK PLAN   1:500

GLEBE FARM

St Peter's Church

Quarry Lane
Dellwood
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NEW TIMBER FRAMED 
GLAZED SCREEN WITHIN 
EXISTING OPENING

NEW TIMBER FRAMED 
GLAZED ENTRANCE SCREEN 
WITHIN EXISTING OPENING

NEW OPENING FORMED IN 
EXISTING WALL AND NEW 
NARROW TIMBER FRAMED 
SLIT WINDOW FITTED

ROOF STRUCTURE OVER 
NEW ENTRANCE HALL 
REINSTATED

NEW INSULATED 
TIMBER STUD 
PARTITION TO FORM 
SHOWER ROOM 
ENCLOSURE

NEW TIMBER FRAMED 
WINDOW WITHIN 
EXISTING OPENING

ROOF STRUCTURE 
OVER NEW ENTRANCE 
HALL REINSTATED 
AND CLAD AS ABOVE

STONE COPINGS TO 
GABLE WALLS 

NEW OAK LINTELS  
ABOVE NEW TIMBER 
FRAMED GLAZED 
SCREEN TO FORM 
ENTRANCE

METAL FLUE PIPE -  
ABOVE LINE OF ROOF 
TO BE PAINTED MATT 
BLACK

EXISTING OAK BEAMS AND 
STEEL JOIST OVER NEW 
TIMBER FRAMED GLAZED 
SCREEN TO BE RETAINED.  
STEEL JOIST TO BE CLAD IN 
FIRE RESISTING LINING AND 
FACED WITH OAK 

FREE STANDING WOOD 
BURNING STOVE WITH 
STAINLESS STEEL TWIN 
WALLED FLUE RISING WITHIN 
DOUBLE HEIGHT SPACE

INTERNAL FACE OF EXISTING 
GABLE WALL AND FLANK 
WALLS TO BE REPOINTED 
WITH LIME RICH MORTAR 
SLIGHTLY RECESSED WITH A 
BAGGED FINISH

NEW CONSERVATION 
ROOFLIGHT TO SHOWER 
ROOM

ROOF STRUCTURE 
OVER NEW ENTRANCE 
HALL REINSTATED AS 
MAIN ROOF

METAL FLUE PIPE -  
ABOVE LINE OF ROOF 
TO BE PAINTED MATT 
BLACK

STONE COPINGS TO 
GABLE WALLS 

COURSED NATURAL 
STONE WALLS 

COURSED NATURAL 
STONE WALLS 

COURSED NATURAL 
STONE WALLS 

STONE COPINGS TO 
GABLE WALLS 

STONE COPINGS TO 
GABLE WALLS 

NEW FIRST FLOOR 
STRUCTURE CONSTRUCTED 
WITH 50 x 200mm TIMBER 
JOISTS SUPPORTED ON 
STEEL JOIST HANGERS

METAL FLUE PIPE -  ABOVE LINE OF 
ROOF TO BE PAINTED MATT BLACK

MAIN TIMBER FRAMED ROOF 
STRUCTURE REINSTATED (see 
SECTION B-B).  NEW ROOF TO 
BE CLAD IN CONCRETE TILES, 
COLOUR GREY,  GENERALLY 
TO MATCH EXISTING ROOF 
ON ADJACENT BUILDING

TRADITIONAL CUT TIMBER ROOF 
STRUCTURE COMPRISING NEW 50 x 
125mm RAFTERS SUPPRTED ON NEW 
OAK PURLINS.  NEW ROOF TO BE CLAD 
IN C0NCRETE TILES, COLOUR GREY,  
GENERALLY TO MATCH EXISTING 
ROOF ON ADJACENT BUILDING

EXISTING TIMBER LINTEL 
CAREFULLY REMOVED AND 
NEW OAK LINTEL FITTED.  
NEW TIMBER FRAMED 
WINDOW FITTED WITHIN 
EXISTING OPENING

EXISTING NORTH FLANK 
WALL OF NEW ENTRANCE 
HALL TO BE BUILT UP IN 
NATURAL STONE TO MATCH 
EXISTING.  ROOF 
REINSTATED AND CLAD AS 
ABOVE

NEW TIMBER FRAMED 
GLAZED ENTRANCE SCREEN 
WITHIN REINSTATED OPENING

METAL FLUE PIPE -  
ABOVE LINE OF ROOF 
TO BE PAINTED MATT 
BLACK

STONE COPINGS TO 
GABLE WALLS TO BE 
REBEDDED AND 
RETAINED 

STONE COPINGS TO GABLE 
WALLS TO BE RETAINED AND 
REBEDDED

EXISTING OPENING IN 
GABLE WALL

OAK TIMBER BEAMS 
OVER OPENING WITH 
STEEL JOISTS 
SUPPORTING CENTRE 
OF WALLOAK TIMBER BEAMS 

OVER OPENING WITH  
SINGLE STEEL JOIST 
SUPPORTING CENTRE 
OF WALL

EXISTING OPENING IN 
FLANK WALL WITH OAK 
BEAM OVER AND 
DRESSED STONE 
QUOINS

EXISTING OPENING IN 
FLANK WALL WITH OAK 
BEAM OVER AND 
DRESSED STONE 
QUOINS

COURSED NATURAL 
STONE WALLS 

STONE COPINGS TO 
GABLE WALLS 

Sleeping Platform

NEW OPENING FORMED IN 
EXISTING WALL AND NEW 
NARROW TIMBER FRAMED 
SLIT WINDOW FITTED

FLOOR COMPRISING 
RANDOM SIZED 
ROUGH STONE FLAGS

OAK TIMBER BEAMS 
OVER OPENING WITH 
STEEL JOISTS 
SUPPORTING CENTRE 
OF WALL

FREE STANDING WOOD 
BURNING STOVE WITH 
STAINLESS STEEL TWIN 
WALLED FLUE RISING WITHIN 
DOUBLE HEIGHT SPACE

NEW TIMBER STAIRCASE TO 
NEW SLEEPING PLATFORM

NEW GROUND FLOOR 
STRUCTURE FINISHED 
WITH RECONSTRUCTED 
STONE SLABS, LAID TO 
A  RANDOM PATTERN

TIMBER FACED 
SERVICES DUCT WITH 
SOFTWOOD FRAMING

EXISTING OAK BEAMS 
AND STEEL JOISTS 
RETAINED.  STEEL 
JOISTS TO BE CLAD IN 
FIRE RESISTING LINING 
AND FACED WITH OAK 
BOARDS

NEW CAST IRON 
RAINWATER GOODS 
FITTED

NEW CENTRALLY LOCATED 
TRADITIONAL CLOSE 
COUPLE  OAK TRUSS 
SUPPORTING NEW OAK 
PURLINS

EXISTING TIMBER LINTEL CAREFULLY 
REMOVED AND NEW OAK LINTEL 
FITTED.  NEW TIMBER FRAMED 
WINDOW FITTED WITHIN EXISTING 
OPENING.  EXISTING DRESSED STONE 
QUOINS RETAINED AND JOINTS 
CAREFULLY RAKED OUT AND 
REPOINTED

EXISTING VARIETY OF POINTING 
STYLES AND MATERIALS ON 
EXTERNAL WALLS TO BE CAREFULLY 
RAKED OUT AND JOINTS TO BE 
REPOINTED WITH LIME RICH MORTAR 
SLIGHTLY RECESSED WITH A BAGGED 
FINISH TO MATCH APPROVED 
SAMPLE PANEL

EXISTING VARIETY OF POINTING 
STYLES AND MATERIALS ON 
EXTERNAL WALLS TO BE 
CAREFULLY RAKED OUT AND 
JOINTS TO BE REPOINTED WITH 
LIME RICH MORTAR SLIGHTLY 
RECESSED WITH A BAGGED FINISH 
TO MATCH APPROVED SAMPLE 
PANEL

FREE STANDING WOOD 
BURNING STOVE AT GROUND 
FLOOR LEVEL WITH 
STAINLESS STEEL TWIN 
WALLED FLUE RISING WITHIN 
DOUBLE HEIGHT SPACE
NEW TIMBER STAIRCASE 
FROM GROUND FLOOR TO 
NEW SLEEPING PLATFORM 
WITH PAINTED TIMBER 
BALLUSTRADING

OPENING IN SLEEPING 
PLATFORM FLOOR 
STRUCTURE TO ILLUMINATE 
GROUND FLOOR AREA 
BELOW.  OPENING 
PROTECTED BY PAINTED 
TIMBER BALLUSTRADE

EXISTING FLANK WALL 
LINED WITH TIMBER 
FRAMED AND 
INSULATED PANEL TO 
RECEIVED CERAMIC 
TILES

OUTLINE OF 
CONSERVATION 
ROOFLIGHT OVER

MAIN TIMBER 
FRAMED ROOF 
STRUCTURE 
REINSTATED (see 
SECTION B-B).  NEW 
ROOF TO BE CLAD IN 
C0NCRETE TILES, 
COLOUR GREY,  
GENERALLY TO 
MATCH EXISTING 
ROOF ON ADJACENT 
BUILDING

NEW OPENING FORMED IN 
EXISTING WALL WITH STONE 
LINTEL OVER AND NEW 
NARROW TIMBER FRAMED 
SLIT WINDOW FITTED

NEW CAST IRON RAIN WATER 
GUTTER AND DOWN PIPES

METAL FLUE PIPE -  
ABOVE LINE OF ROOF 
TO BE PAINTED MATT 
BLACK MAIN TIMBER FRAMED 

ROOF STRUCTURE 
REINSTATED (see SECTION 
B-B).  NEW ROOF TO BE 
CLAD IN C0NCRETE TILES, 
COLOUR GREY,  GENERALLY 
TO MATCH EXISTING ROOF 
ON ADJACENT BUILDING

NEW CAST IRON RAIN WATER 
GUTTER AND DOWN PIPES

EXISTING VARIETY OF 
POINTING STYLES AND 
MATERIALS ON EXTERNAL 
WALLS TO BE CAREFULLY 
RAKED OUT AND JOINTS TO 
BE REPOINTED WITH LIME 
RICH MORTAR SLIGHTLY 
RECESSED WITH A BAGGED 
FINISH TO MATCH 
APPROVED SAMPLE PANEL

EXISTING VENTILATION OPENING IN 
GABLE WALL ADAPTED INTERNALLY 
TO DISCHARGE EXTRACT DUCTS 
FROM KITCHEN AND SHOWER 
ROOM


