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REVISION D - 1.12.21 - Section C added; panelling detail changed 
REVISION C - 3.8.21 - Log store reduced; mezzanine omitted; 
skylight omitted; minor changes elsewhere. 
REVISION B - 3.6.21 - Minor corrections. 
REVISION A - 14.4.21 - Skylight added. 

SECTION A-A                                                                                                                                                NORTH-WEST ELEVATION 

SOUTH-EAST ELEVATION                                                                                                                         SOUTH-WEST ELEVATION                        NORTH-EAST ELEVATION 

FLOOR PLAN 

SECTION B - B                                          SECTION C - C 

FITNESS ROOM                                              GAMES ROOM                               UTILITY 

FITNESS ROOM                                      GAMES ROOM                               UTILITY 

existing bin stores reversible 
topping to 
existing stable 
floor ; boarded 
finish. 
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oak frame and cladding to log store; zinc roof covering. 
cladding boards planed, with rebated joints 12mm wide.  new solid 
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panelling and grille to 
reproduce appearance of 
existing stall divisions. 

new openings either side 
of double-sided stove: 
sliding/folding doors. 

stable door 
adapted to open 
outwards 

boarded floor 
finish 
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 boiler                log store 

boiler flue 

finishes and insulation 
extended into underside 
of roof structure 

boarded panelling to 
be reconstructed as 
existing 


