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Note- All new electrical works to be carried
out by a competent and qualified person. The installer
should provide certification of the extended system in
accordance with Part P of the building regulations and
BS7671

Note- Provide extension with 3 out of 4 light
fittings fitted with energy efficient light bulbs.

Internal/external measurements to faces of brickwork
and blockwork.

Mains wired interlinked smoke alarms

Proposed wall construction to be face brickwork to ground
floor and render to match extg on celcon standard blockwork
to first floor, 100mm cavity fully filled
with Drytherm insulation, inner leaf of standard celcon
blockwork. Provide stainless steel cavity wall ties at 450cc
vertically and 750mm cc horizontally. Double up ties each
side of openings.

Bathroom to be provided with
15 litres per second extract
fan ducted to external air

Provide inward opening doors and
external glazed protection to
specialist design

Provide firfix profiles where new walls
abuts existing.
Allow for existing cavity to be cut so
that cavity is continuous with extg

Remove wall and make good. Allow for
steel beam over in accordance with engineers
requirements. Allow for encasing in 2 layers of
12.5mm plasterboard.

Proposed windows to be double glazed
with argon fill and low emmisivity coating. Max
U value to be 1.6W/m2k. Suggest Pilkington K
glass.
Glazing to french doors to be safety glass. Provide
8000mm square trickle ventilation to heads.

New radiators to be provided
with thermostatic radiator valves

Allow for formation of new wall
in 100x50 studwork @ 400cc.
Line both sides with 12.5mm Gyproc
wallboard 10 and set. Provide 100mm sound
insulation quilt within stud spaces.

Allow for covered way to flank with
tiled roof over supported on 100x100
posts


