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Temporary Central Facilities
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Resorts PLC

Barnsoul Holiday Park
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NOTES:
Drawing for planning purposes ONLY. RIBA
Stage 4 design development needed prior to
construction.
Architectural drawing provided by others and
interpolated into the site layout and landscape
arrangement.
All site layout and general arrangement
anomalies are to be reported to LA for
clarification.
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AutoCAD SHX Text
100 x 100mm square section rail.350 x 75mm 20 gauge galvanisedand stained mild steel strap, nailedin place with 3 no. galvanised nailson each side.100 x 100 x 700mm posts.

AutoCAD SHX Text
Rail.

AutoCAD SHX Text
Strap not shown.

AutoCAD SHX Text
Post.

AutoCAD SHX Text
Joints between rails;leave slight gap toaid drainage.

AutoCAD SHX Text
100 x 100mm square section rail.350 x 75mm 20 gauge galvanisedand stained mild steel strap, nailedin place with 3 no. galvanised nailson each side.100 x 100 x 700mm posts.

AutoCAD SHX Text
Note;All notch cuts to tops of posts are to be made prior to preservative treatment being applied.All timber is to be treated with an approved pressure - impregnatedpreservative.All timber is to be sawn softwood, sweet chestnut or larch.All ironmongery is to be galvanised.All timber should be stained with a dark green translucent woodstain to approval of Landscape Architect.Posts are to be positioned at 1500mm centres, at all changes indirection and at all intersections.

AutoCAD SHX Text
Gen1 concrete.

AutoCAD SHX Text
Granular sub-base.

AutoCAD SHX Text
50mm overfill of angular stone with reduced finescompacted and rolled to provide the parking surface. 

AutoCAD SHX Text
CellWeb product, 150mm depth, laid and pegged across the area. Fill with clean angular stone with no fines, overfill and roll in place. 

AutoCAD SHX Text
Existing ground level

AutoCAD SHX Text
Geotextile membrane, Terram 1000 or similar 
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