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This drawing is the copyright © property of James Baird Architecture -
no copy of this drawing or any part thereof is permitted without prior
written permission.
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Scale 1:50

Do not scale from this drawing. All existing dimensions to be
checked on site prior to commencement of works or manufacturing
of components.

Any discrepancies to be brought to the attention of the architect.

120mm Kingspan K12

—32.5mm Kingspan| K118 board

32.5mm Kingspan K118 board

Vapour control layer

120mm Kingspan K12—]

Vapour cantrol layer

32.9mm Kingspan K118 board
below sill

Vapour control layer

125mm open valley width

SIS Verge Clip

Lead upstand

38x19mm S.W. Tilting Fillet
4mm ply sheathing between tilting fillets

Timber support board cut between
counterbattens and nailed to rigid sarking

Lead code 4 laid and dressed
in lengths not exceeding 1.5m.

32.5mm Kingspan K118 board
below sill
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Proposed Ground Floor Plan 1:50

Cill' Detall

Vapour control layer

32.5mm Kingspan K118 board

1:10

120mm Kingspan K12

Cavity barriers | 200mm glass fibre

Cavity barriers ——

Vapour control layer

Cavity Barriers — 120mm  Kingspan K12 3 32.5mm Kingspan K118 board

100mm blockwork ——

20mm insulated add—on
to window frame

Jamb Detail 1:10 |
Mid. Floor Detail 1:10

Vapour control layer

Render finish —

External Corner 1:10

Roof Spec.
Selected concrete interlocking roof tiles on 38x25 tiling battens

on 38x12 counter battens on slaters felt on 9mm O.S.B, on
pre-fabricated roof trusses at 600mm centres.

90mm clear airspace

38x25mm S.W. clip batten

Underlay turned up onto support
batten

300mm
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Vapour control layer

38 x 19mm S.W. counterbatten

Rigid king board 1 T 1 1
1916 sarking boar continuous soffit ventilation

-Trussed rafters

\ Mastic pointing

32.5mm Kingspan K118 board

LEAD VALLEY - RIGID SARKING

* Fix on each side of valley, valley boards flush with top of
counterbattens to provide full support for code 4 lead valley.
Fix 38 x 19mm tilting fillets and 38 x 25mm clip battens
38mm apart to valley boards on each side of valley.
Fix 4mm WBP plywood sheathing over valley boards extending
to abut tilting fillets.
Cut underlay to rake and dress over clip batten. Ensure that
underlay is not laid under lead.
Cut Double Tiles neatly to form a gap 250mm
wide centred on valley.
Fix both sides every course with verge clips
twice nailed to clip battens with 30 x 2.65mm stainless
steel ring shank nails.

Faves Detail 1:10

Valley Detail

Ventilated dry
ridge
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