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FAT HIPPO GROUP

PROPOSED GA PLAN : LOWER GROUND
& PROPOSED FRONT ELEVATION

PROPOSED RESTAURANT FIT OUT
52 LOW PETERGATE
YORK
YO1 7HZ

1 : 50 @ A1 22 23 02 A

N.B
- DO NOT SCALE FROM THESE DRAWINGS, IF IN DOUBT ASK
- ALL DIMENSIONS ARE TO BE VERIFIED ON SITE BY THE

CONTRACTOR AND ANY DISCREPANCIES REPORTED TO
THE CLIENT/ ARCHITECT PRIOR TO CONSTRUCTION

REV DESCRIPTION DATE

LOWER GROUND FLOOR PLAN

3000

PASS

COOKLINE

EXISTING DUCTW
ORK

EXISTING DUCTW
ORK

WALK IN

PREP AREA

POT WASH

GLASS STORAGE

STAFF WC

DRINKS STORAGE

ADDITIONAL
FRIDGE / FREEZER

UP

EXISTING STAIRCASE RETAINED

EXISTING KITCHEN ETRACTION SYSTEM RETAINED

EXISTING WALK-N RETAINED

BREAK OUT EXISTING INTERNAL LOAD BEARING WALL TO CREATE PASS WITHIN KITCHEN.
BASE OP OPENING TO BE SET AT 900MM ABOVE FFL.
HEAD TO TERMINATE AT 2100MM ABOVE FFL.
STRUCTURAL STEELWORK/ PADSTONES TO BE INSTALLED ACCORDINGLY.
TO BE DESIGNED BY STRUCTURAL ENGINEER ACCORDINGLY.

EXISTING STAFF
WC TO BE RETAINED

REMOVE EXISTING NON LOAD BEARING PARTITIONS TO STORAGE CUPBOARD

KITCHEN/ PREP AREA LAYOUT TBC BY CLIENT

LOWER GROUND FLOOR PLAN

FAT HIPPO

DINE IN TAKE OUT BURGERS

HAND PAINTED 'FAT HIPPO' SIGN, WHITE
(SUBJECT TO LA APPROVAL)

EXISTING SHOPFRONT WITHIN UNIT 9 TO BE REMOVED AND REPLACED WITH NEW.
NEW SHOPFRONT TO BE HARDWOOD.
FENESTRATION TO MATCH ADJACENT, COMPLETE WITH STALLRISER ETC

MASONRY PLINTH TO BE RE-PAINTED OFF BLACK

A3 MENUBOARD.
MILD STEEL, 30*30 FRAMEWORK.

COR TEN HANGING BOX SIGN, INTERNALLY ILLUMINATED
SEE DETAIL ADJACENT, BY HARPER SIGNS

4NO RECLAIMED BULKHEAD LIGHTS
FAT HIPPO

SIGN SECTION DETAIL  (1:20)

MILD STEEL BOX FRAME STRUCTURE, 40MM X 30MM

NEON 'HIPPO' SIGN, RED

COR TEN EXTERNAL FINISH

FLAT DIAMOND MESH INSERT

FLAT STEEL PLATE WELDED TO FRAME, BOLTED INTO MASONRY
A LBC & FPA SUBMISSION 03.05.22

SUBJECT WALL:
OPENING/ SERVERY TO BE CREATED.
CURRENTLY CLAD IN HYGENIC CLADDING.
ONCE FORMED, THE NEW OPENING WILL BE RE-CLAD WITH HYGENIC CLADDING

EXISTING FRONT ELEVATION


