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New House True South Elevation 1
1:100

render 

prefinished 5 degree Vieo standing seam roofing

outline of old
    house 

polyester powder coated aluminium 
                     gutter/fascia formed to curve
                                colour to match roof

triple glazed doors and windows

render 2 solar hot water panels

plain matt powder coated 
recessed aluminium downpipe 

Garage to be reclad in timber
to match new house

18.25 ffl

Marley 30degree plain 
clay tiled roof with bat 
chambers in ridge

18.42 ffl
18.1 top terrace level

18.27top terrace level

        Western Red Cedar
  horizontal rainscreen cladding
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New House True East Elevation 2
1:100

render 

factory
painted 
solid timber
front door

render 

18.25 ffl

lobby end 'nib' of 
rear curved wall 
finished neatly 
in same timber 

 18.27 gravel
inc. lower step

base of timber cladding 170-80mm above ground
take around 'nib wall' at this height. base of cladding
raised to 18.42 beside front door

plain matt recessed
aluminium downpipe

18.1 18.1
18.42 ffl 
inc. top step

base of render cladding 120mm above 
18.1 front terrace level see wall edge details

New House True North Elevation 3
1:100

outline of old
    house 

polyester powder coated aluminium gutters/fascias 
     formed to full curve in plan and elevation 
          colour selection to match roof

        Western Red Cedar
  horizontal rainscreen cladding
 

2 solar panels 

prefinished 16degree Vieo standing seam roofingrender 

18.42 ffl
18.1

200mm ijoists behind
21 ffl

Marley 30 degree plain clay 
tiled roof with bat access to 
ridge tiles on rear North side

18.27 entrance level

anodized aluminium
downpipe in entrance lobby behind

17.8m middle of existing driveway
and main existing ground level 

4.53

base of cladding 170-80mm above 
ground on rear elevation

downpipe 
discharge shoe well
hidden within gutter 

anodized 
aluminium downpipe

18.27 terrace level

New House True West Elevation 4
1:100

render 

0 5 10 m

window 
tbc

18.42 ffl
18.1 

Garage to be reclad in timber
to match new house

hardstanding
     18.53

Garage ffl 
18.545

18.1 natural ground 

PRICING ISSUE NOTES FOR CONTRACTOR:

Contractors to provide prices in accordance with information on the drawings,
and all relevant named manufacturers or suppliers. All products and services 
are to be in accordance with material manufacturers recommendations and 
specifications, and all materials and services to be in accordance with UK 
Building Regulations and good building practise whether referred to or not. 
Any differences in materials or workmanship to what drawn or requested is 
to be brought to attention of the client/architect. These drawings are to be read 
in conjunction with relevant Structural Engineer AWA Associates drawings and 
details and all other relevant subcontractor's drawings and specifications.

base of timber cladding 170-80mm 
above ground on rear elevation

base of timber cladding 150mm 
above terrace on Western elevation

18.27 18.25 ffl

Carport roof behind

Drawings can be printed in either Black and White or Colour. 
Designed to be printed at A2 for legibility and scale.
COPYRIGHT for all Design and Details are held by client and designer.
No details to be used by others without obtaining permission.

Revisions June 22: Doors and windows design and sizes confirmed
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