CELOTEX INSULATION
BOARD ON TIMBER DECK ON
TIMBER FIRINGS ON CEILING JOISTS
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150mm INSULATION QUILT FROM
WALL HEAD TO UNDERSIDE OF
ROOFING BOARD, TO ELIMINATE
COLD BRIDGING

CAVITY CLOSER
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200 X 50mm C24 TIMBER LINTELS
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WALL PLATE ON DPC

150mm MIN AIR SPACE FROM
UNDERSIDE OF JOIST TO TOP OF
CONCRETE SOLUMN

SOLUM

150mm INTERNAL DENSE BLOCK UP
TO WALL DPC/WALL PLATE

WEAK MIX CAVITY FILL TO GROUND
LEVEL

EXTERNAL MASONRY

650 X 200 REINFORCED CONCRETE
FOUNDATIONS, WITH 450mm MIN FROST
COVER
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FOUNDATION/SOLUM DETAIL

Scale: NTS

WALL PLATE ON DPC

150mm MIN AIR SPACE FROM
UNDERSIDE OF JOIST TO TOP OF
CONCRETE SOLUMN

DPM LAPPED UP INNER MASONRY
WALL

INTERNAL MASONRY LEAF

SOLUM

EXTERNAL MASONRY LEAF

CAVITY FILL TO GROUND LEVEL

STRIP FOUNDATION

SOFFIT BOARD, DEPTH

CLARIFIED ON SITE

HEAD BINDERS AS REQUIRED

C24 GRADE TIMBER LINTELS

CAVITY CLOSER AROUND DOOR AND
WINDOW OPENINGS WITH DPC TRAY
FITTED TO SHED WATER TO EXTERNAL

ROBESLEE TYPE ‘C' CONCRETE
LINTEL TO EXTERNAL LEAF WITH

EXTERNAL EAVES DETAIL
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150mm MIN END BEARING

CELOTEX INSULATION
BOARD ON TIMBER DECK ON
TIMBER FIRINGS ON CEILING

TIMBER FIRRING ON CEILING JOISTS

150mm INSULATION QUILT FROM
WALL HEAD TO UNDERSIDE OF
ROOFING BOARD, TO ELIMINATE
COLD BRIDGING

HEAD BINDER AS REQUIRED

EXTERNAL EAVES DETAIL
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SOFFIT BOARD

3- 195 X 50 C24 GRADE TIMBER

LINTELS
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NOTE: THESE DRAWINGS IN FULL ARE TO BE USED FOR THE PURPOSE OF OBTAINMENT OF LOCAL AUTHORITY
APPROVALS I.E PLANNING PERMISSION AND BUILDING WARRANTS ONLY WHERE APPLICABLE AND TO BE USED

FOR GUIDANCE ONLY, IT IS THE CONTRACTORS RESPONSIBILITY FOR FINAL MEASUREMENTS OF ALL

NECESSARY SIZES AND RESPONSIBILITY FOR CORRECTNESS AND COMPLETENESS OF HIS OWN
LEVELS AND SPECIFICATIONS ARE TO BE VERIFIED PRIOR TO COMMENCEMENT OF WORKS AND PURCHASING

OF GOODS. DRAWINGS HAVE BEEN DONE IN ACCORDANCE WITH SITE SURVEY, NO RESPONSIBLITY SHALL BE

HELD FOR GAS, WATER SUPPLY AND DISCHARGE SERVICES WHICH ARE WITHIN FOOTPRINT OF PROPOSED
WORKS AND ANY SPECIALIST FOUNDATIONS REQUIREMENTS, LEVELS AND MEASURMENTS TAKEN AND ALSO
POSITIONING OF BOUNDARY LINES, IT IS THE CLIENTS RESPONSIBLITY TO ENSURE THAT BOUNDARY LINES

MEASUREMENTS NOT WITH STANDING THE APPROVAL OF THE DESIGNER AND OR BUILDING STANDARDS
NOTED ON DRAWINGS ARE CORRECT BEFORE WORK COMMENCEMENT DO NOT SCALE OFF DRAWINGS

SURVEYOR,

revisions:
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