
rad

W02

WW=1169 (1273) mm

WH=2116 (2195) mm

WC= 808mm

EXISTING WINDOWS SUBJECT TO REFURBISHMENT:

SECOND FLOOR: W01, W02, W03

THIRD FLOOR: W11, W13, W14, W15

GLAZING
GENERALLY 6mm
THICK
ON SECOND AND
THIRD FLOOR

EXISTING TIMBER PROFILES
TO BE ROUTED OUT TO
ALLOW INSERTION OF 10.8mm
ACOUSTIC GLAZING TO ALL
THE WINDOWS WITHIN THE
PROPERTY

ALL WINDOWS TO BE
REFURBISHED AS
NECESSARY WITH ACOUSTIC
AND WEATHER SEALS
INSERTED. SASH WEIGHTS
TO BE ADJUSTED/REPLACED
TO ACCOUNT FOR INCREASED
WEIGHT

1:25@A3 ; 1:50@A4

Existing Window Elevation

1

1:25@A3 ; 1:50@A4

Existing Window Side Elevation

2

1:25@A3 ; 1:50@A4

Existing Window Plan
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1:5@A3 ; 1:10@A4

Existing Window-

Section Detail
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1:5@A3 ; 1:10@A4

Proposed Window-

Section Detail
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EXISTING W01 ON SECOND FLOOR EXISTING W01 ON SECOND FLOOR

PLANNING

Varies

A DAISSUED FOR PLANNING

SCALE AT A3:

BYNOTES

SCALING FOR PLANNING PURPOSES ONLY.

ALL DIMENSIONS TO BE CHECKED ON SITE.

WORK TO BE CARRIED OUT IN ACCORDANCE WITH BYE-LAWS AND
REGULATIONS OF LOCAL AUTHORITIES AND STATUTORY
UNDERTAKERS.

THIS DRAWING MAY INCORPORATE INFORMATION FROM OTHER
PROFESSIONALS. KTB CANNOT ACCEPT RESPONSIBILITY FOR THE
INTEGRITY AND ACCURACY OF SUCH INFORMATION.
DRAWINGS, SPECIFICATIONS AND SCHEDULES ARE TO BE READ IN
CONJUNCTION WITH ALL RELEVANT ARCHITECTS AND CONSULTANTS
DRAWINGS AND SPECIFICATIONS.

PRINT PDF OF THE DWG IN ACTUAL SIZE.
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