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25mm Dense Bitumen Macadam (10mm nominal).

40mm Dense Bitumen Macadam (19mm nominal).

80mm Dense Bitumen Macadam (38mm nominal).

300mm Sub-base crushed rock

obtained from approved source

IN-CURTILAGE BLOCK PAVING TO DRIVE

80mm Marshalls block pavers with 2 / 6mm coarse aggregate to BS EN 13242 to joints.

50mm 2 / 6mm coarse compacted bed to BS EN 13242.

350mm min sub-base of coarse aggregate 4 / 20mm to BS EN 1342:2002 (30% porosity min)

Impermeable geotextile.

PCC channel kerb

125x150mm Type CS2 to

BS EN 1340.

20mm.th. (min) Class 1 mortar.

C35 grade concrete

haunching.

150mm long by

10mm.dia. m.s. galv.

dowel

rods at 600mm centres.

350x150mm C35 grade

concrete strip foundation, on

150mm (min) bed of consolidated

hardcore.
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Dairy House

DETAIL SHOWING CONSTRUCTION OF TARMAC MARGIN/CROSS-OVER TO HIGHWAY

AND JUNCTION TO BLOCK PAVING TO DRIVE. Scale 1:10

PLAN OF ADAPTED EXISTING SITE ACCESS. Scale 1:100


