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STONEFIELD LODGE
BURFORD

ALTERATIONS & EXTENSIONS

REVISED ELEVATIONS
AS PROPOSED
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New Cotswold stone

New slate roof.

Dotted line indicates existing garden stone wall.

Solar panels
- Exact size shown
indicatively

New standing seam zinc
roof behind parapet

New stone coping flush to wall on South elevation

Direct through wall extract fans

Background 
vent

Stone 
parapet 
gable

Flush gutter with zinc 
weathering & flashing

New hopper
and rainpipe

New sliding doors

New cotswold
stone

New 
cotswold
stone

New stone coping

New glass
balustrade

stone
wall

New sliding 
glazing

New standing
seam zinc roof
behind parapet

Flush gutter with zinc 
weathering & flashing

Chamfered 
corner with 
stone support 
to first floor

Chamfered 
corner with 
stone support 
to first floor

New 
Roof light

New 
Roof light

New 
Roof light

New 
Roof light

New 
glazing

New glazing, 30 
minutes integrity + 
insulation fire rating

New Cotwold stone

New slate
roof

New slate roof

New hopper
and rainpipe

External floor level lowered

New standing seam zinc roof
behind parapet

New stone coping

Vivara Pro WoodStone House 
Sparrow Nest Box, 290 wide x 
210 high x 160 deep.
Fit flush with face of wall - form 
cavity tray above due to depth of 
fitting within wall to omit 
SureCAV behind

Ceramic swallow bowl 
face fixed to wall

WoodStone Build In Open Nest Box, 220 wide x 180 high x 180 deep.
Fit flush with face of wall - form cavity tray above due to depth of fitting 
within wall to omit SureCAV behind

Possible kitchen
extract location

New glazing, 30 
minutes integrity + 
insulation fire rating

Background 
vent

Stone
parapet

gable

New 
glazing

Glazed screen 
with entrance 
door

New sliding 
glazing

Habibtat custom stone 
faced bat box built into 
gable wall, 215 wide x 
440 high x nom. 102 
deep

New 
glass
balustrade

New sliding 
glazing

Build-in WoodStone Bat Box 210 wide x
500 high x 160 deep.

Fit flush with face of wall - form cavity tray
above due to depth of fitting within wall to

omit SureCAV behind

Background 
vent

Background 
vent

Stone parapet gable

Flush gutter with
zinc weathering

& flashing,
hopper outlet

New Cotwold stone

Cantilevering roofCantilevering roof

Step 
in wall

Step 
in wall

Step 
in wall

New 
entrance 
door
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PROPERLY CALIBRATED MACHINERY
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A     27.11.20 Revisions due to exposed water main
B     01.12.20 Entrance glazing altered

B

C     02.12.20 Entrance door altered

C
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