
150mm Type1 Sub-base

50mm Sand binding course

Continuous 1200 gauge DPM

150mm PIR insulation to meet 0.18w/m²k

brick commons directly below bi-fold to provide support to door
frame set in recess.

Secondary DPC to all door locations, ensuring to continue
min 1000mm past opening.

Foundations to be min. 600mm wide & 225mm deep. BCO to
advise.

Angled weak mix concrete to bottom of cavity

Stainless steel Wall ties at max 900mm
horizontal/450mm vertical centres.

Aco drains to all door openings, surface water
to discharge into existing drainage. Existing external ground
level to have continuous fall, ensuring all run off to discharge
from dwelling.

Min. -600mm

Suitable Bearing Strata

Min.125mm Ground Bearing Concrete Slab

Proposed Floor Level to Match Existing
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Revisions

-

Blockwork Strength Note:
Blockwork strengths to match
requirements
(2 storey = 3.6 N/mm² throughout.)

DPM:
To be installed as shown and only to
bridge cavity walls where gas protection
is required. Refer to construction
specification for further details..

Note :
- Do not scale. Only use figured dimensions.

Propossed Foundation Detail
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Proposed Extension,
Ivy House, Town Street, Cottam,
Retford, DN22 0EZ
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