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Take down quoins and arches
of Fowl House and rebuild
using salvaged bricks.

Repair and repoint sections of
wall highlighted pink.

Repair/relace all rainwater goods
using brackets spiked to rafter
ends to match existing.

Remove slate and assess for
reuse. Any suitable existing slate
to be reused on this elevation.
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Repair and repoint sections
of wall highlighted pink.

Concrete base

Take down outer skin of wall,
remove timber inserts and
rebuild with salvaged stone in
lime mortar.

Reduce height of animal pen
walls to allow rebuild of
Cider House south wall.

Minor crack in wall
to be repaired both
sides.

Wall to be removed.

Take down quoins and arches
of Fowl House and rebuild
using salvaged bricks.

South elevation

Barn A Barn B

Barn A Barn B

Take down outer skin of wall,
remove timber inserts and
rebuild with salvaged stone in
lime mortar.

Reduce height of animal pen
walls to allow rebuild of
Cider House south wall.

Strengthen roof timbers
while retaining existing
sagging. Flue is to be replaced and

existing opening patched.
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Repair and repoint sections
of wall highlighted pink.

Take down outer skin of wall,
remove timber inserts and
rebuild with salvaged stone in
lime mortar.

Intermediate floor structure
will require replacement
floor boards and repairs to
structural timberwork.

Intermediate floor structure
will require replacement
floor boards and repairs to
structural timberwork.

Intermediate floor structure
will require replacement

floor boards and repairs to
structural timberwork.
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West elevation

New handrail required

East elevation

ERECTED

BY

CRAWSHAY BAILEY

A. D. 1 8 8 5.

Take down quoins and arches
of Fowl House and rebuild
using salvaged bricks.

Correct sag in roof and
provide new flashings.
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Proposed structural repairs
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