
The Conservation Rooflight On the Rafter Roof Window Sizes and Prices

Egress Conservation RooflightsEgress Conservation Rooflights

Structural dimensions

Viewable dimensions

(W) 412mm x (L) 520mm

(W) 212mm x (L) 320mm

Structural dimensions

Viewable dimensions

(W) 717mm x (L) 1028mm

(W) 517mm x (L) 828mm

Structural dimensions

Viewable dimensions

(W) 888mm x (L) 1114mm

(W) 537mm x (L) 848mm

Structural dimensions

Viewable dimensions

(W) 869mm x (L) 1028mm

(W) 669mm x (L) 828mm

Structural dimensions

Viewable dimensions

(W) 565mm x (L) 725mm

(W) 365mm x (L) 525mm

Structural dimensions

Viewable dimensions

(W) 717mm x (L) 1333mm

(W) 517mm x (L) 1133mm

Structural dimensions

Viewable dimensions

(W) 1021mm x (L) 1333mm

(W) 821mm x (L) 1133mm

Structural dimensions

Viewable dimensions

(W) 717mm x (L) 1635mm

(W) 517mm x (L) 1435mm

Structural dimensions

Viewable dimensions

(W) 565mm x (L) 1028mm

(W) 365mm x (L) 828mm

Structural dimensions

Viewable dimensions

(W) 1021mm x (L) 1635mm

(W) 821mm x (L) 1435mm

Structural dimensions

Viewable dimensions

(W) 615mm x (L) 875mm

(W) 415mm x (L) 675mm

Structural dimensions

Viewable dimensions

(W) 1021mm x (L) 725mm

(W) 821mm x (L) 525mm

Structural dimensions

Viewable dimensions

(W) 463mm x (L) 622mm

(W) 263mm x (L) 422mm

Structural dimensions

Viewable dimensions

(W) 888mm x (L) 1114mm

(W) 537mm x (L) 848mm

Structural dimensions

Viewable dimensions

(W) 717mm x (L) 1180mm

(W) 517mm x (L) 980mm

Structural dimensions

Viewable dimensions

(W) 1021mm x (L) 1180mm

(W) 821mm x (L) 980mm

Viewable Area
 
The area of glass that is 
viewable from inside the 
room.
 
Please measure the width 
and length at its closest 
point to the glass.

Structural Area
 
The internal perimeter of 
the aperture Ð the frame 
for the Rooflight.

Please measure the 
width and length of the 
inner edge of the rafters.

Before selecting your size, carefully read 
the ‘Installation Overview’ PDF.

Viewable Area
 
The area of glass that is 
viewable from inside the 
room.
 
Please measure the width 
and length at its closest 
point to the glass.

Structural Area
 
The internal perimeter of 
the aperture Ð the frame 
for the Rooflight.

Please measure the 
width and length of the 
inner edge of the rafters.

PLEASE NOTE: THE DIFFERENCE BETWEEN AN ‘ON THE RAFTER’ OR ‘BETWEEN THE RAFTER’ ROOF WINDOW 
IS IN THE INSTALLATION, NOT THE ROOFLIGHT SIZE, AND DEPENDS ON THE BUILD-UP OF YOUR ROOF. 

CR06-1 - £621

CR09-2 - £851

E1LG - £1121

CR11-3 - £957

CR01-2 - £640

CR14-2 - £959

CR14-3 - £1112

CR15-2 - £1114

CR03-2 - £729

CR15-3 - £1334

CR08-2 - £788

CR01-3 - £854

CR07-2 - £632

E1RG - £1121

CR10-2 - £929

CR13-3 - £1058

Sections for viewable and structural dimensions can be found on our website. 
All prices exclude VAT and delivery.

Please note flashing kits and accessories are sold separately.
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