
TP

TP

P1

P1

P1

PO

GU

DP

DP

DP

DP

31.11

31.02

31.54

31.92

32.82

32.98

32.38

33.09

33.81

33.97

33.97

33.47

33.42

32.74

32.73

32.14

32.12

31.60

31.65

31.16

31.17

38.93

39.19
39.18

38.92

39.19

38.80

39.07

39.05

38.85

38.79

38.28

38.23

37.27

36.37

36.14

36.16

36.27

37.81

37.42

36.75

37.81

36.54

37.20

38.06

38.57

38.61

38.41

38.21

38.33

38.64

38.65

38.66

38.50

38.48

38.64

38.64

38.65

38.68

38.68

38.79

38.73

38.75

39.21

39.33

39.31

39.69

39.86

39.53

39.58

39.32

39.82

39.88

40.16

40.15

40.18

40.20

40.09

39.88

39.19

39.85

39.93

39.59

39.54

38.99

38.90

39.18

39.99

39.81

40.00

39.67

39.35

39.11

43.81

40.31

40.34

40.29

40.41

39.21

39.08

39.13

39.17

39.50

39.26

39.13

39.68

39.35

39.25

39.14

39.22

39.90

40.19

40.22

39.99

40.22

40.20

40.16

40.13

40.22

40.23

40.22

39.15

37.94

37.57

37.33

37.09

37.95

37.99

37.75

36.85

37.13

35.57

37.93

38.54

38.21

38.27

38.27

37.63

38.02

38.27

38.79

37.95

37.94

38.60

39.00

39.26

39.18

39.07

38.89

38.87

38.79

38.80

39.06

38.98

38.88

38.07

38.29

38.13

38.17

38.15

38.12

38.03

38.08

38.72

38.71

38.56

38.71

38.69

38.86

38.87

38.96

39.15

39.05

39.09

39.19

39.17

38.54

37.77

35.81

36.11

35.97

36.00

36.01

36.11

36.39

36.72

36.15

35.92

36.07

37.01

38.22

38.75

39.08

37.93

32.19

38.88

40.05

42.31

41.36

41.36

41.63

43.81

40.78

43.84

40.83

45.68

42.04

38.48

40.78

41.63

43.84

40.83

42.04

40.03

38.70

38.66

38.93

LE

LE

LE

LE

LE

Patio

Proposed

New Build

Entrance

Drive

Parking

Patio

38.50

IL 37.90

RE 38.35

IL 37.50

CL 38.10

IL 37.20

CL 38.35

IL 36.50

CL 38.20

IL 37.65

RE 38.35

1

0

0

Ø

1
0
0
Ø

1
0
0
Ø

1

0

0

Ø

IL 36.70

CL 38.20

1
0
0
Ø

1
0
0
Ø

1
0
0
Ø

600Ø TYPE D

600Ø TYPE D

1800Ø HB

1200Ø TYPE B

CL 38.35

IL 37.20

CL 38.35

IL 36.50

CL 38.35

IL 36.65

CL 38.35

IL 37.35

CL 37.80

IL 36.40

600Ø TYPE D

600Ø TYPE D

600Ø TYPE D

600Ø TYPE D

HYDROBRAKE LIMITED TO

1.3L/S FOR ALL EVENTS UP

TO Q100+40%CC

1

5

0

Ø

BIODISK SEWAGE

TREATMENT PLANT

1
/
1
2

+37.83

+37.43

+37.35 (ex)

+37.91 (ex)

+37.80

+37.87

+
3
8
.3

5

38.35

+
3
8
.6

5

+
3
8
.6

5

+
3
8
.5

0

+

3

8

.

3

5

RETAINING WALL ABUTTING PLOT 2

BOUNDARY - HEIGHT BETWEEN 500mm - 1.2M

(DEPENDING ON DETAILED DESIGN OF PLOT 2)

+

3

8

.

3

5

+
3
8
.3

5

+
3
8
.3

5

+
3
8
.5

0
 (e

x)

+
3
8
.3

0
 (e

x)

1/20

+

3

8

.

3

5

+

3

8

.

3

5

+

3

8

.

3

5

+

3

8

.

3

5

+

3

9

.

3

2

 

(

e

x

)

1

/

2

0

1
0
0
Ø

ATTENUATION CRATE 6m

X 3m X 0.8m DEPTH

IL 36.75

IL 34.65

CL 36.00

1200Ø TYPE B

FLOW CONTROL

MANHOLE LIMITED TO 0.7

L/S AT 800mm HEAD

IL 36.00

CL 37.50

1

0

0

Ø

PROPOSED SURFACE

WATER DRAINAGE

PROPOSED FOUL

DRAINAGE

RODDING EYE

ATTENUATION CRATE

ACO CHANNEL

OVERALL SITE DRAINAGE

(BY OTHERS)

RETAINING WALL

PLOT LEVEL

PROPOSED LEVEL

PROPOSED GRADIENT

38.35

+37.83

1/1
2

RESERVED COPYRIGHT

PROJECT:

TITLE:

STATUS:

REVISION:DRAWING NO:JOB NO:

CLIENT:

SCALE @ A1: DATE: DRAWN: CHECKED: APPROVED:

DateRev Details

CheckedDrawn

byby

INFORMATION

MR I KENDALL

HILLYFIELDS NURSERY

PLOT 3

ENGINEERING LAYOUT

1:100 07.09.22 PG KT KT

22-0617 C001 B

W E

S

N

INDICATIVE

A 15.11.22 CHAMBER AMENDED TO CATCHPIT PG KT

 B  02.07.23 ATTENUATION UPDATED  KT  KT

NOTES:

1. DO NOT SCALE FROM THIS DRAWING.

2. THE CONTRACTOR IS TO CHECK AND

VERIFY ALL BUILDINGS AND SITE

DIMENSIONS AND LEVELS, INCLUDING

SEWER INVERT LEVELS, BEFORE WORKS

START ON SITE. THE CONTRACTOR IS TO

COMPLY IN ALL ASPECTS WITH THE

CURRENT BUILDING LEGISLATION,

BRITISH STANDARDS, BUILDING

REGULATIONS ETC.

3. POSITIONS OF EXISTING

SERVICES/STATUTORY UNDERTAKERS

APPARATUS ADJACENT TO OR CROSSING

PROPOSED EXCAVATIONS ARE TO BE

CHECKED BY THE CONTRACTOR PRIOR

TO STARTING WORK

4. THIS DRAWING IS TO BE READ IN

CONJUNCTION WITH AND CHECKED

AGAINST ALL OTHER DRAWINGS,

ENGINEERING DETAILS, SPECIFICATION

AND ANY STRUCTURAL, GEOTECHNICAL

OR OTHER SPECIALIST DOCUMENT

PROVIDED.

5. ANY ANOMALY OR CONTRADICTION

BETWEEN ANY OF THE ABOVE IS TO BE

REPORTED TO THE ENGINEER

6. THIS DRAWING SHOULD BE READ IN

CONJUNCTION WITH CTP-21-0427_C002
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