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Fire Escape window to
application 22/00601/FULHH.

Extension to application
22/00601/FULHH.

Red brickM1

Material Legend (as application under 22/00601/FULHH & 22/00602/LBC).

M4 Inscribed white painted render

M5 White painted render

M6

M7

D1 Solid panelled timber door

Door Legend

Stone Slates

Natural Slate

StoneworkM2

White painted single glazed sash windowsW1

Window Legend

Black UPVC rainwater goods

M8

M11

M9

M12

White painted fixed and opening casement
windows / conservatory.W2

Sandstone header / cill

Sandstone Surround

White painted timber fascia

Lead flashing

D2 Single glazed painted timber door

M13 Retractable awning

D3 Sliding single glazed black painted
timber garage door

Stone plinthM3

M10

Single glazed fanlightW3

M14 Dressed stone cill / header /
quoins

M16 Charred timber cladding

D4 Vertical timber, ledged and braced door.

D5 Slimline aluminium double glazed sliding
doors. RAL TBC.

M17 PPC Aluminium flashing RAL
TBC.

M15 Black cast iron rainwater goods
& SVP's.

M18 PPC Aluminium canopy, RAL
TBC.

Painted timber casement windowW5

White UPVC double glazed windowW6

RooflightsW4

D5 Painted timber louvered doors.

Notes Legend.

Area of intended render repair

Area of lead paint to be removed
and replaced with smooth cast
hot lime render
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Elevation 2 - South-East as 'Proposed'
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RENDER NOTES

New render mix to be three coat, 1:3 lime/sand. Base coat
to allow for hair reinforcement. Base & float coat to have
same binder aggregate ratio. Finish to be smooth cast,
finish with white breathable silicate exterior paint.
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