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PROPOSED TRAM AND LADDER
TACTILE PAVING (FOR DETAILS
REFER TO CITY OF YORK COUNCIL
DESIGN GUIDE APPENDIX 22A)
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EXISTING
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PROPOSED 2.7m WIDE
CYCLEWAY (SEE NOTE 6)

PROPOSED 1.50m
WIDE FOOTWAY

25mm AC6 DENSE SURF 100/150
50mm AC20 DENSE BIN 100/150 REC
150mm GRANULAR TYPE 1

WHITE FLAT TOPPED
CENTRE DELINEATOR STRIP.
150mm WIDE, 12mm HIGH.

DROPPED KERBS

450x450x70mm BUFF COLOURED
BLISTER TACTILE PAVING

DESIRABLE GRADIENT 1
IN 20 AND MAXIMUM
GRADIENT 1 IN 12 OR AT
A CONSTANT GRADIENT
TO THE REAR OF THE
FOOTWAY

TACTILE PAVING TO BE A
MIN. OF 0.9m DEEP FOR
SIDE ON APPROACHES
AND 1.35m FOR INLINE
APPROACHESFOOTWAY

CARRIAGEWAY

A
A

MIN. 150

DROPPED KERB

100mm THICK ST2 MIX
CONCRETE ON MIN. 150mm
THICK TYPE 1 SUB-BASE

450x450x70mm COLOURED
BLISTER TACTILE PAVING

DESIRABLE GRADIENT 1 IN
20 AND MAXIMUM GRADIENT
1 IN 12 OR AT A CONSTANT
GRADIENT TO THE REAR OF
THE FOOTWAY

FOOTWAY CONSTRUCTION

TYPE 1 SUB-BASE TO BE
CONTIGUOUS BETWEEN
FOOTWAY AND CARRIAGEWAY
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NORTH SELBY

HEATONS

SUITABILITY

S4 - Suitable for stage approval

1. ALL DIMENSIONS ARE IN METRES AND ALL
LEVELS ARE METRES ABOVE ORDNANCE
DATUM NEWLYN UNLESS NOTED
OTHERWISE.

2. THIS DRAWING IS TO BE READ IN
CONJUNCTION WITH ALL OTHER SCHEME
DRAWINGS AND DOCUMENTS.

3. THIS DRAWING IS TO BE USED FOR THE
STATED PURPOSE OF ISSUE ONLY AND
MUST NOT BE USED FOR ANY OTHER
PURPOSE THAN THAT INDICATED.

4. EXISTING LAYOUT BASED ON PEAK
SURVEYING SERVICES TOPOGRAPHICAL
SURVEY DATED MAY 2022.

5. TACTILE PAVING TO BE IN ACCORDANCE
WITH DEPARTMENT FOR TRANSPORT'S
GUIDANCE ON THE USE OF TACTILE
PAVING SURFACES.

6. PROPOSED WIDTH OF 2.7m WHICH
INCLUDES 2.5m WIDE CYCLEWAY AND A
0.2m ADDITIONAL WIDTH IN ACCORDANCE
WITH LTN 1/20.
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SCALE: 1:500
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SECTION A-A - TYPICAL CROSS SECTION
SCALE: 1:200

TACTILE PAVING DETAIL
SCALE: 1:50
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