
EXISTING REAR ELEVATION 1/100.

PROPOSED SIDE ELEVATION 1/100.

NOTES.

Job Title.

DATE.REV.

Proposed Orangery at rear & single storey
extension at side of property.
For Mr. & Mrs. Mason.

C.P. Architectural Ltd.

01/MASON/23

Proposed & Existing Layout Plans

Colin Peter Dodds.Drawn by.

As Marked.                07/08/23.

Drawing Number.

& Elevations.

Scale               Date.

Little London. Hants. SP11 6JF.

Drawing Title.

20 Ridges View,

Read in conjunction with.
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9 Foxcotte Close,
Charlton. Hants. SP10 4AS.
www.cparchitectural.co.uk  01264 333626

EXISTING SIDE ELEVATION 1/100.EXISTING FRONT ELEVATION 1/100.

PROPOSED EXTENSION ELEVATIONS. 1/50.

PROPOSED REAR ELEVATION 1/100.PROPOSED SIDE ELEVATION 1/100.

PROPOSED GROUND FLOOR PLAN VIEW. 1/50.
02/MASON/23 Proposed Site Block Plan.

EXISTING SIDE ELEVATION 1/100.

Drawn as a cross section
for drawing clarity.

for drawing clarity.
Drawn as a cross section

PROPOSED FRONT ELEVATION 1/100.

Internal Ceiling Ht
2403mm AFFL.
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New Structural Opening
As Structural Engs Details.

Note new cavity walls with 100m cavity
filled with 90mm Thermaclass 21.
To conform with New Part L Regulations. 3
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315 x 90 Glulam wall plate.

flying corner post to form open corner detail.
New Bi fold doors with opening
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90 X 270mm Glulam. Trimmers.

90 X 270mm Glulam. Trimmers.

to proposed new foundations.
with resin anchor bolts. To anchour proposed beam
with 300 x 300 base plate bolted to foundations
New proposed 100 x 100 posts fixed to glulam

Internal post & Angle fixing each Glulam beam wall
plate to each other. Each wall plate to have
CTF 9 timber frame lintels fixed externally to
support brickwork above glazing.

New Patio.
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Kitchen.

Utility.

Boot Room.

Porch.

Internal Ceiling Ht
2270mm AFFL.

Bathroom.
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Lounge.

2260mm AFFL.
Internal Ceiling Ht

Grey Ali & Glass pitched Roof Lantern with 
Anti Sun Glass Panels Kerb details as per Manufacturer
Details Internal Size 1900mm x 4200mm.

To match existing house glazing.
Upvc glazing in Grey Upvc

Proposed As House FFL.

existing house brickwork.
Face brickwork to match

Proposed Fence line.

existing house glazing colour.
Grey Ali Bi Folds and windows to match

to match existing house details.
White fascia & black rainwater goods

Details Internal Size 1900mm x 4200mm.
Anti Sun Glass Panels Kerb details as per Manufacturer
Grey Ali & Glass pitched Roof Lantern with 

Enlarge window opening with new lintel
install larger window & make good.

Roof trimmers fixed on top
of glulam wall plate.

Existing single storey extensions 
to be taken down to make way for 
proposed new side & rear proposed
extensions.

New Grey Bi fold doors with opening
flying corner post to form open corner detail.

install larger window & make good.
Enlarge window opening with new lintel

Proposed Slate roof to match existing
front porch roof detailing.

with new proposed grey upvc glazing.
All existing house glazing to be replaced

To a depth to suit building control requirements.
which ever the greater.
or below existing drainage invert level
Trench fill foundations set to 1M. min.

Floor make up.

Electric mat & 20mm Self levelling compound.
75mm Floor screed to form FFL. 
100mm Conc. slab over site.
1000g. Floor vapour barrier over top of insulation.
with 50mm returns up sides of slab.
100mm Celotex floor insulation.
1200g. Vapour barrier DPM.
150mm Hard-core and blinding.

Floor Finnish Karndean tbc.

New proposed 100 x 100 posts fixed to glulam
with 300 x 300 base plate bolted to foundations
with resin anchor bolts. To anchour proposed beam
to proposed new foundations.

in Grey Ali to match existing house glazing.
3 Section Ali Bi Fold 

150mm warm roof with celotex
and EDPM or felt roof cover see enlarged
roof section.

Details Internal Size.
Anti Sun Glass Panels Kerb details as per Manufacturer
Grey Ali & Glass pitched Roof Lantern with 

PROPOSED ORANGERY TYPICAL CROSS SECTION. A/A. 1/50.

Trench fill foundations set to 1M. min.
or below existing drainage invert level
which ever the greater.
To a depth to suit building control requirements.

300mm Mineral fibre insulation in two layers of 150mm thick.
with Timber cut roof with 175mm Rafters as shown.
All details as per building control requirements.

Nominal Hts. 160mm to suit 100mm Cavity.
CG90/100 Catnic lintel over windows.

PROPOSED TYPICAL CROSS SECTION. B/B. 1/50.
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 A       04/09/23 Add details & sections & move back door as per
site meeting. Issue for approval prior to full
Planning application.
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