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General Note - The general contractor is responsible for the
verification of all dimensions and levels on site prior to any

construction or pricing works. The architect is to be informed
immediately of any discrepancy. Figured dimensions take

priority over scaled dimensions. Reliance on scaled dimensions
to be appropriate for drawing purpose and scale of drawing
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New opening, door &
steps through existing
wall & planter connecting
to pool area.

Lower ground level of
existing opening with
new steps to tie into
existing levels.

Courtyard level dropped
to match mezzanine
level (see section A).

New openings in
existing brick wall.
New glass door &
window.

Existing window
openings converted
into door openings.
New glass doors.

Original windows
reopened & masonry
removed below to
form door openings.

Existing window removed
& masonry removed down
to floor level. Lintel and
angled walls retained.

Restore existing front door
which is currently closed off /
fixed in position.

Internal walls removed
and floor levels dropped
to tie in with main house
(see section A).

WC internal layout
changed & new coat
room formed in
existing utility space.

New wall with
glass sliding door

Glass roof lantern &
flat roof above

- RS LOTBC Planning submission

Existing low planter
wall removed and
brickwork behind to
be restored.

Restore existing stone work to front
entrance porch. Existing perspex roof
cover and lead flashing to be removed
and replaced with solid roof cover with
restored stone parapet and single ply
membrane roof covering.
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