
h

h
c

ch13.66
h11.75fl10.66

fl10.68

c11.75
h13.12

ch13.76

fl10.73

ch13.42

h 13.54

c 12.88

h 12.80
c 11.76

fl 10.68

ch13.03

h 12.67

12.58

h12.83
c11.42

fl10.72

fl10.80

usb13.40

usb13.41

ch13.48

ch13.45

h12.63

h12.55

12.52
11.56

fl10.60

fl10.65

fl10.67

fl10.63

ch13.33

ch13.41

usb13.27 usb13.29

fl10.39

Kitchen

Garage

Living Room

Study

Garden Room

vp

rwp

rwp

B

B

Infill doorway with studwork
+ double plasterboard +
skim. Insulated with flexi

sound bloc between stud.

C

shower tray

Form opening + make good

RL over

New bespoke oak glazed roof.
By specialist supplier.

Painted brick pier tied to cob to SE's detail.

Glazed oak door to new painted gable.
-Refer to details.

Existing brickwork low
wall to be retained.

RL over

W8

D3

W10

W11

Infill doorway

New oak windows over
existing brick low wall.

Zinc 70mmØ RWDP to drop into grille + linked to existing surface water drainage.

Infilled.

Garage ceiling to be removed. Floor insulated
and ceiling re-lined with fireboard + skim finish.

Concrete plinth on protective sand bed.

Single
balanced flue
from oil fired
boiler.

Painted ledge and brace door.

See roof plan for detail.

Boiler.

Window to be retained.

90 x90 SHS galvanised post tied to new
brick work to SE's details. Clad with oak
- refer to detail.

90X90 SHS galvanised post
clad with oak - refer to detail.

152 x 89 UB over.

IG I beam lintel over with 150mm bearings to SE's detail.

Existing doorway + window infilled
with blockwork. Lime render to

match.

3n° oak lintels to structural
engineer's detail.

Concrete footings to SE's detail.

Greenhouse

Shower Room

D4

Existing entrance door to be located to
new opening. Allow for new painted
frame to match + repaint door.

Entrance

Existing staircase.

Existing window retained.

Form tiled step. Refer to
section for make up.

D6 New doors - Refer to details.
Full height timber doors.

Tiles dry laid over existing brick
floor on pedestals.

New glazed oak doors
- refer to detail.

Existing manhole retained. New
shower room drainage to link to
existing foul drainage manhole.

D7 D7 to use re-employed door from study.

Investigate existing slab/footings to determine if
new strip footing required.
New studwork wall to SE's specification. Sound
insulation between studs + plasterb'd + skim finish.

Existing doors retained.
New 100mm studwork + plasterb'd + skim finish.

To link to existing surface water.

450

Flue to be removed.

W9

Fireplace to be
removed.
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Proposed ground floor Annex plan
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R
ead in conjunction w

ith the asbestos report,
schedule of w

ork + structural engener's
draw

ings.

C
= External cem

ent render to
be rem

oved in strips by hand.
M

onitor 
stability 

of 
cob.

R
eplace 

w
ith 

a 
lim

e 
putty

render w
ith hair backed coats

and a float coat of unhaired
lim

e. 
Paint 

w
ith 

com
patible,

breathable 
paint 

system
.

R
ender 

by 
specialist

conservation builder. R
efer to

m
ethod statem

ent.

D

C

D

D
D

D

D

N
o 

existing 
skirting 

to 
annex. 

R
ender 

to
continue to floor level,  and no new

 skirtings to
be installed. D

= 
cem

ent 
plaster 

to 
be

rem
oved from

 annex and north
w

alls 
of 

house 
and

conservatory area, replace w
ith

new
 

lim
e 

putty 
render 

and
breathable 

paint 
system

.
R

ender 
by 

specialist 
builder.

R
efer to m

ethod statem
ent.
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