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Proposed Ground Floor Layout

New Brown uPVC bowed window to kitchen

Wall Construction - 100 reconstructed

stonework to match existing,125 wide

cavity Celotex CW4000 insulation. Inner

leaf 100 blockwork. Plasterboard and

skim on plaster dabs. Cavity ties to suit

125 cavity width located at 750

horizontal and 450 vertical centres,

every course at openings

Remove existing window block up with two

skin blockwork with plasterboard finish.

Kitchen fittings to clients

specification.

Existing toilet and utility to

remain.

Wall Construction - 100 reconstructed

stonework to match existing,125 wide

cavity Celotex CW4000 insulation. Inner

leaf 100 blockwork. Plasterboard and

skim on plaster dabs. Cavity ties to suit

125 cavity width located at 750

horizontal and 450 vertical centres,

every course at openings

New blocks tied to existing

using full height starter clips.

Open cavity to ensure

continuous cavity new to existing.

uPVC sliding doors. Double glazed units to sliding doors. Glazed

units 2 x 4mm glass with 16mm cavity filled with argon gas to

comply with U Value of 1.6W/m²/°C. Safety glass to critical locations

as defined in Building Regs.Cavity closer to cill and reveals. Lintol

Catnic CN90/ 100 with DPC over.

Floor construction - 150 1:2:4 concrete

slab, on Celotex GA4000 90mm

insulation, over 1200 visqueen DPM,

on 150 sand blinded hardcore.

Floor construction - 150 1:2:4 concrete

slab, on Celotex GA4000 90mm

insulation, over 1200 visqueen DPM,

on 150 sand blinded hardcore.

New blocks tied to existing

using full height starter clips.

Open cavity to ensure

continuous cavity new to existing.

Window from brown uPVC to match existing. Double

glazed units. Glazed units 2 x 4mm glass with 16mm cavity filled

with argon gas to comply with U Value of 1.6W/m²/°C. Safety glass

to critical locations as defined in Building Regs.Cavity closer to cill

and reveals. Lintol Catnic CN90/ 100 with DPC over. Window to be

reused if possible. 

1

20

th floor space in ventilated area.

Existing floors to remain. 2 No 203 x

133 x 30kg carrying new 175 x 50 joists

at 450 centres.
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